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All levels are in metres above Ordnance Datum.

All dimensions should be checked on site. Do not scale from this 
drawing. Stanton Williams to be advised of any variation between the 
drawings and site conditions. 

To be read in conjunction with the submitted design and access 
statement and other associated reports.

Please refer to pre-construction information and risk register. The notes 
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Proposed Roof Plan

VRF System condenser located on modified 
existing steel gantry

AHU condenser located on modified existing 
steel gantry

Refrigerant pipework T/B to serve 
system 1

New 2No. 250Ø penetration through roof 
required for ductwork

250Ø allowance for tenant WC extract 
discharge

AHU01 (supply&extract)
L x W x H
4520 x 2800 x 1480mm

Transition piece

Return duct to run below 
supply duct

Heat pump for domestic hot water

New penetration point

New penetration for 
shower MVHR

New roof penetration for 
400Ø supply duct

Refrigerant pipework T/B to 
serve system 3

Return duct to run below 
supply duct

Return duct size 
1000x400

New penetration point 
for 400x400 duct

Fresh air intake at L/L 
below exhaust duct

Return duct to run at 
L/L below supply duct

Refrigerant pipework 
T/B to serve system 2

Reuse existing roof 
penetration

Refrigerant pipework 
T/B to serve system 4

New penetration point 
for 300Ø duct

Acoustic screening


