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EXISTING NNW ELEVATION (VIEW 'A') SHOWING PROPOSED WALL TO SOUTH-EAST BOUNDARY (AS VIEWED FROM NO.15 LYNDHURST GARDENS)
SCALE: 1:100

PROFILE OF EXISTING WALL
IN ELEVATION

DOTTED LINES INDICATE BRICKS/FOUNDATIONS
BELOW GROUND LEVEL

UPPER PART OF WALL REBUILT USING EXISTING BRICKS

WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL
PREVIOIUS MORTAR (DO NOT REUSE BROKEN OR SPALLED
BRICKS) IN FLEMISH GARDEN WALL BOND (TO MATCH EXISTING

BOND) TO PROVIDE CIRCA 340mm (13.5") WALL THICKNESS O/A

PROVIDE VERTICAL MOVEMENT JOINTS AT MAX. 10m CENTRES

RE-USE EXISTING SADDLEBACK COPINGS
WHERE FEASIBLE AND SUPPLEMENT WITH

MATCHING COPINGS WHERE REQUIRED

150mm FREE DRAINING GRANULAR FILL

200mm REINFORCED CONCRETE

RETAINING WALL

BRICK FACING TIED TO RC WALL
AND BUILT OFF GROUND BEAM

MIN 60mm DIA. WEEPHOLES AT 1200mm CENTRES

500mm WIDE BY 400mm DEEP CONCRETE

GROUND BEAM SPANNING BETWEEN
PILES

300mm DIA. CONCRETE PILES AT MAX. 1.8m

CENTRES. LOCATIONS HAND DUG TO AVOID
SEVERING MAJOR TREE ROOTS

GL VARIES

GL VARIES
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LINE OF EXISTING BRICK WALL IN BLUE
DOTTED LINE

EXTENT OF NEW MASONRY WALL

EXISTING SITE PLAN SHOWING PROPOSED WALL TO SOUTH-EAST BOUNDARY
SCALE: 1:100

EXISTING SSE ELEVATION (VIEW 'B') SHOWING PROPOSED WALL TO SOUTH-EAST BOUNDARY (AS VIEWED FROM NO.17 LYNDHURST GARDENS)
SCALE: 1:100

TYPICAL SECTION DETAIL TO PROPOSED WALL TO SOUTH-EAST BOUNDARY
SCALE: 1:10

300mm TOPSOIL ZONE FOR PLANTING

VIEW A

VIEW B

VIEW BVIEW A

LOWER TEN COURSES OF WALL 

REBUILT USING EXISTING BRICKS 
WHERE FEASIBLE WHICH HAVE BEEN 
CLEANED OF ALL PREVIOIUS MORTAR 

(DO NOT REUSE BROKEN OR SPALLED 
BRICKS) IN ENGLISH GARDEN WALL 
BOND (TO MATCH EXISTING BOND) TO 

PROVIDE CIRCA 340mm (13.5") WALL 
THICKNESS O/A

PROVIDE VERTICAL MOVEMENT JOINTS 
AT MAX. 10m CENTRES

NOTE: RE-USE EXISTING BRICKS GENERALLY
WHICH ARE NOT BROKEN OR SPALLED AND MIX
IN WITH NEW BRICKS TO MATCH EXISTING AT

THE DISCRETION OF THE ARCHITECT ON SITE

RE-USE EXISTING SADDLEBACK COPINGS

WHERE FEASIBLE AND SUPPLEMENT WITH
MATCHING COPINGS WHERE REQUIRED

UPPER PART OF WALL REBUILT USING EXISTING BRICKS
WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL
PREVIOUS MORTAR (DO NOT REUSE BROKEN OR SPALLED

BRICKS) IN FLEMISH GARDEN WALL BOND (TO MATCH EXISTING
BOND) TO PROVIDE CIRCA 340mm (13.5") WALL THICKNESS O/A

PROVIDE VERTICAL MOVEMENT JOINTS AT MAX. 10m CENTRES

LOWER TEN COURSES OF WALL REBUILT USING EXISTING 

BRICKS WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL 
PREVIOUS MORTAR (DO NOT REUSE BROKEN OR SPALLED 
BRICKS) IN ENGLISH GARDEN WALL BOND (TO MATCH 

EXISTING BOND) TO PROVIDE CIRCA 340mm (13.5") WALL 
THICKNESS O/A

PROVIDE VERTICAL MOVEMENT JOINTS AT MAX. 10m CENTRES

SECTION OF PROPOSED WALL SHOWING FLEMISH WALL / ENGLISH GARDEN WALL BOND DETAIL
SCALE: 1:10

UPPER PART OF WALL REBUILT USING EXISTING BRICKS
WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL
PREVIOUS MORTAR (DO NOT REUSE BROKEN OR SPALLED

BRICKS) IN FLEMISH GARDEN WALL BOND (TO MATCH EXISTING
BOND) TO PROVIDE CIRCA 340mm (13.5") WALL THICKNESS O/A

LOWER TEN COURSES OF WALL REBUILT USING EXISTING 
BRICKS WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL 

PREVIOUS MORTAR (DO NOT REUSE BROKEN OR SPALLED 
BRICKS) IN ENGLISH GARDEN WALL BOND (TO MATCH 
EXISTING BOND) TO PROVIDE CIRCA 340mm (13.5") WALL 

THICKNESS O/A

UPPER PART OF WALL REBUILT USING EXISTING BRICKS
WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL

PREVIOUS MORTAR (DO NOT REUSE BROKEN OR SPALLED
BRICKS) IN FLEMISH GARDEN WALL BOND (TO MATCH EXISTING
BOND) TO PROVIDE CIRCA 340mm (13.5") WALL THICKNESS O/A

LOWER TEN COURSES OF WALL REBUILT USING EXISTING 
BRICKS WHERE FEASIBLE WHICH HAVE BEEN CLEANED OF ALL 
PREVIOUS MORTAR (DO NOT REUSE BROKEN OR SPALLED 

BRICKS) IN ENGLISH GARDEN WALL BOND (TO MATCH 
EXISTING BOND) TO PROVIDE CIRCA 340mm (13.5") WALL 
THICKNESS O/A

RE-USE EXISTING SADDLEBACK COPINGS TO TOP OF 

WALL WHERE FEASIBLE AND SUPPLEMENT WITH
MATCHING COPINGS WHERE REQUIRED

NEW WALL:

SINGLE 30mm MOVEMENT JOINT COMPRISING OF 
COMPRESSABLE FILLER WITH BRICK-COLOR MATCHED
SEALANT ON EITHER SIDE LOCATED AS INDICATED

WITHIN DOTTED RED LINE. POSITIONED SO THAT 
EXISTING TREES OBSCURE THE JOINT ITSELF

MJ

MORTAR JOINTS TO REPLACEMENT WALL TO

BE IN NATURAL HYDRAULIC LIME MORTAR TO LIMIT
MOVEMENTS JOINT REQUIREMENTS

MORTAR JOINTS TO REPLACEMENT WALL TO

BE IN NATURAL HYDRAULIC LIME MORTAR TO LIMIT
MOVEMENTS JOINT REQUIREMENTS

MJ

MJ

SINGLE 30mm MOVEMENT JOINT COMPRISING OF 
COMPRESSABLE FILLER WITH BRICK-COLOR MATCHED

SEALANT ON EITHER SIDE LOCATED AS INDICATED
WITHIN DOTTED RED LINE. POSITIONED SO THAT 
EXISTING TREES OBSCURE THE JOINT ITSELF

MJ =
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