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300-450

Wooden (oak)  log Stepping Stones (oiled

finish)

by Copper Beech or similar approved (osap)

https://www.copperbeechplay.co.uk/

product/cross-hatched-xl-fixed-stepping-logs/

with cross hatched log top, all to meet safety

stds EN1176 and EN1177.

All one height.  Final fixing to manufacturers

spec.

Fixed in Ground

allow extra 300mm of

log to be dug/set into

the ground
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80mm depth recycled Tiger mulch play surface osap

final depth subject to required safety fall areas to

Rospa/APi inspection guidance

Terram 1000 Geotextile membrane

80

150

70

MOT type 1 compacted

hardcore sub base

70mm depth to

manufacturers spec to

CE final approval/detail
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340

Wooden Stepping

Stones

Living Willow Dome by

Hand Made Places osap

https://www.handmadeplaces.co.uk/willow-dome.html

structure to form den 1.6m

diameter by 2.0m ht.
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M+M timber UNILOG play ready grade pole,

osap,  - 150mm diameter - free of shakes

and splits suitable for play area - 1.5m

height above GL and set 1000mm into

ground - Footing to CE approval

G.L.

1000x450mm C20P concrete
foundation to manufacturers spec
osap to CE  final detail spec
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200mm well compacted Type 1
stone
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Tiger mulch detail  as shown 4a
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Final position TBC on site
subject to set out of ligthing
and other street furniture
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80mm depth recycled Tiger Mulch osap under Willow

Dome

No dimensions are to be scaled from this drawing. All dimensions are to be checked on site. Area measurements for indicative purposes only.
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Wooden Stepping Stones detail

Scale 1:10

5

Tiger Mulch layout plan

Scale 1:10

4b

Wooden Stepping Stones & Willow Dome Plan

Scale 1:20

6
Willow Dome Precedent Image

NTS

7

Timber play weaving poles: detail

Scale 1:10

1

Timber play weaving poles: plan

Scale 1:25

2

Timber play weaving poles: Image

Scale 1:25

3

Tiger Mulch section

Scale 1:10

4a

All play areas/euipment/surfaces design to

be reviewed by contractor using suitable

inspector - e.g. APi play.org before

installation and as part of final design

/procurement.

Final drainage design to specialist / CE designs

All Edge/kerb and Road build up to CE spec and

approval and drawings

Read in conjunction with current plans and

detail sheets

All kerbs and retaining edgings to engineers

specification and drawings

All final build ups to engineers specification

and approval and drawings

All drainage to engineers/architects

specifications

All named suppliers/ materials are osap - or

similar and approved.

All dimesions to be checked on site as part

of site setting out

All brickwork to engineers/architects

details/specifications

All railings/balustrades to

engineers/architects details/specifications

All hardscape materials to be submitted for

final approval by C Field
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