
Clay Pavers

Vande Moortel osap,  Vanilla pavers 218x72x52mm pavers,

laid in a stretcher bond pattern with nom. 5mm joints

filled with Steintec mortar - colour to be confirmed

with sample panel.

Concrete Foundation

c20/25 concrete haunch on

the edge pavers of the paving bands

to CE spec

Surfacing

10mm Resin bound gravel installed at

a depth of 16-30mm subject to area/use and

manufacturers spec and CE approval
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Steintec tuffbed 2 pack,

30mm mortar bed to BS 7533

Excel edge

urban edge by Kinley system osap-

150mm deep to manufactures spec

and CE detail and approval

Planting bed

Road surfacing

10mm Resin bound gravel installed at

a  depth of 16-30mm subject to use/area,

manufacturers spec and to CE sapproval

Concrete haunch to metal edging and

spiral ground nails to

manufacturers /CE spec
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Concrete C20/25 haunch

and foundation to CE spec

and details

Compacted Type 1

to CE spec

Drainage layer

Washed sand layer (SS01)

minimum 150mm from Bourne Amenity

https://bourneamenity.co.uk

osap to CE final details

Topsoil/ Rootzone

Minimum 450mm of BS3882:2015 topsoil screened to

10mm and bleneded with PAS100 compost from

Bourne Amenity or similiar approved supplier

https://bourneamenity.co.uk

Mulch Layer

40mm thick fine ornamental bark mulch

layer to BS4790

Flush Channel

Conservation  Edging

63x150mm, colour: cream

laid on  mortar bed to CE spec
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Topsoil/Rootzone

Minimum 450mm of BS3882:2015

topsoil screened to 10mm and

blended with PAS100 compost

from Bourne Amenity for similar

approved supplier

https://bourneamenity.co.uk

Mulch Layer

40mm thick fine ornamental bark

mulch layer to BS4790

Upstand Kerb

Conservation Kerb

145x255mm, 100mm upstand

colour: cream; to CE detail/ spec

Conrete Foundation

c20/25 concrete base with

haunch on

haunch/foundation to CE spec

Compacted Type 1

to CE spec

Drainage to

engineers details

Road surfacing

10mm size Resin bound gravel installed at

a depth of 16-30mm subject to use/area,

manufacturers spec and to CE approval

Surfacing

10mm Resin bound gravel installed at

a depth of 16-30mm subject to use/area,

manufacturers spec and to CE approval

No dimensions are to be scaled from this drawing. All dimensions are to be checked on site. Area measurements for indicative purposes only.
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Typical detail: clay pavers bands
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Typical detail: Flush steel edge
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Typical detail: Liddell Road Shared surface
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Typical detail: Planting bed - road transition

Scale:1:10
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Illustration : Typical steel edge by Kinley

NTS

4

Read in conjunction with current plans and

detail sheets

All kerbs and retaining edgings to engineers

specification and drawings

All final build ups to engineers specification

and approval and drawings

All drainage to engineers/architects

specifications

All named suppliers/ materials are osap - or

similar and approved.

All dimesions to be checked on site as part

of site setting out

All brickwork to engineers/architects

details/specifications

All railings/balustrades to

engineers/architects details/specifications

All hardscape materials to be submitted for

final approval by C Field

For metal upstand edge refer to sheets 054

and 055
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