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BAUDERGREEN — EXTENSIVE GREEN ROOF
BUILD UP:

1) NOMINAL THICKNESS BAUDERGREEN FLORA
SEED MIXES AND PLUGS

2) 80—150mm BAUDERGREEN SUB—-BM UK
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BIODIVERSE SUBSTRATE

3) Tmm FV 125 FILTER FLEECE

4) 40mm DSE 40 DRAINAGE LAYER
5) 4mm FSM 600 PROTECTION MAT

6) BAUDERS SINGLE PLY WATERPROOFING
LAYER

PERIMETER GRAVEL DRAINAGE
ZONE
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SKIMMED AND PAINTED
PLASTERBOARD ON DABS
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150mm BLOCKWORK TO S.E
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RWPS FROM FLAT ROOF BOXED IN
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POLYTHENE SEPARATION LAYER

EXISTING ROAD SURFACE

48.90
GROUND FLOOR FFL

BIODIVERSE GREEN ROOF DETAILED & NOTES AMENDED - TO CLIENT & PLANNING CONSULTANT

LEVELS AMENDED - ACO DRAIN LOCATION AMENDED - WATER TANK AMENDED

RWP LOCATIONS AMENED - NOTES AMENDED

T3

A O O T T O T I T T T P T

FOAMGLASS BLOCK TO SUIT

15/09/23
09/10/23

05/01/24

A4 <

REV: [DATE:

an
a
P2

3
P4

>N
na
4
Ry
I
a
=
IN
a

R
N NN

\./~(>‘ <><> A <’>‘ <> k<>‘ ‘<>n < < o § 4 “ 4 9 “ , 4y, 7, . 5 5
SO )@yf( )@yf( )@yf( )@yf( )D%(QQ) 4 a4 g < Gy 4 4 ? J 4 s, 4 4 ° GROUND SLAB TO S.E DETAIL
SO SN . . )
AL SRR /232\ SECTION 3—3 INFORMATION
LR s
& R

< ALK
R
Sy S

\ \ 4.9 N\ ¢ 4 .
SIS ™ . INSULATION TO ACHIEVE A U wy 200 @ A
DL LYY YN NY ) :
S A —— — VALUE OF 0.11
KKK
ORI

GROUND BEAM TO S.E DETAIL

PILING TO S.E DETAIL

FOR DOMVS LONDON
SECTION 3-3
PROPOSED

MEWS DEVELOPMENT
10-24 CANFIELD PLACE, NWé6

PROJECT:
TITLE:

SCALE:

1:20@ A1
1:40@A3

e

DATE:
11 AUG 2023

PROJ. #;
242 10-24CP

DWG #:

© 2024 robert rhodes architecture + interiors - not issued for construction unless clearly noted as such 2 3 2




	Sheets and Views
	242 10-24 CP PR_230_Detail Sections-232 SECTION 3-3


