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31 Pond Street, Hampstead

Front Door Details
As Proposed
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Elevation as Proposed
1:20 @ A3
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Plan as Proposed
1:20 @ A3
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Section as Proposed
1:20 @ A3 05

2000
Front Door - Before Disruptive Works
NTS @ A3

Approx. 1310mm
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Painted timber cornice
reinstated from
photographic
evidence. See
05/2000.

Existing plaster pilaster
capital to be made good
and redecorated.

Plaster pilaster
capital reinstated,
to match existing
historic capital on
other side of front
door.

Existing timber door
to be left undisturbed.

Existing fanlight to be
left undisturbed.

Painted timber cornice
reinstated from
photographic evidence.
See 05/2000.

Existing fanlight to be
left undisturbed.

Existing timber door
to be left undisturbed.
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Purpose of Issue:
FOR_LBC

Lead flashing to
top of reinstated
cornice.

Key:

Proposed works to existing door.

Existing plaster pilaster
capital to be made good
and redecorated.

Stucco entablature  to
be reinstated from
photographic
evidence. See
05/2000.
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2000

Plan as Proposed
1:10 @ A3

Lead wedge, pointed in lime mortar.

New lead flashing on building paper.

Timber cornice, to be reinstated
according to photographic evidence.
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Stucco entablature, to match
photographic evidence.

Timber cornice tied to existing
building.

Pilaster plinth
reinstated.

External stucco finish
to be repaired,
like-for-like.
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Stucco entablature
to be reinstated to
match previously
removed historic
entablature. See
05/2000.

04
2000

General Notes:

- Drawing not for construction.
- Drawing to be printed in colour.
- Drawing to be read in conjunction with

all other associated documentation.
- Architect to be informed of any

discrepancy in writing.
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