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from AHU at Level 1 to 

high level

5 no. N2O pressure 

exhaust pipes 

relocated and extended 

to high level

CHW flow and return 

pipework and 

Condensate flow and 

return pipework  

relocated west to avoid 

future construction 

supported on new steel 

structure below

MTHW flow and return 

pipes to enter Level 1 

plant room in new 

location

Proposed ductwork route to Level 2 

of the Variety Club Building (the 

Cheetah Ward). Concealed in 

dedicated riser and travelling above 

Main Entrance feature ceiling.

extract ductwork from 

existing Level 1 plant 

room

Link 6B and adjacent Seminar 

Room construction over VCB Level 

6 terrace

Flush riser access 

doors with beaded 

frame incorporated in 

double height linings 

to provide 60min FR 

from both sides

GOSH CCC

VCB BLIP

+ 46.794 m

+ 32.748 m

Chilled water pipework 

taken from Level 7 

plant room and routed 

to ceiling level of Level 

4 VCB 'Blip'

Key 

1. Enabling Works Demolition

2. Frontage Building (to be demolished)
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KEYPLANKEYPLAN

BUILDING DESIGN PARTNERSHIP SHALL HAVE NO RESPONSIBILITY FOR ANY USE MADE OF THIS 

DOCUMENT OTHER THAN FOR WHAT IT WAS PREPARED AND ISSUED. DRAWING IS NOT SUITABLE 

FOR CONSTRUCTION.

FURTHER DESIGN DEVELOPMENT WILL BE REQUIRED WITH SUB-CONTRACTORS AND SPECIALISTS 

POST STAGE 4 TO AGREE AND FINALISE EXACT DETAILS AND SETTING OUT FOR CONSTRUCTION. 

WHERE DESIGN IS CDP, THE SUBCONTRACTOR RETAINS FULL RESPONSIBILITY FOR COMPLETING 

THE DETAILED DESIGN, PROVIDING RELEVANT DRAWINGS AND EXECUTION OF THE WORKS. IF 

ELEMENTS OF DESIGN BDP RETAIN RESPONSIBILITY FOR ARE IMPACTED BY THIS, THE SUB-

CONTRACTOR IS TO ADVISE BDP IN SUFFICIENT TIME TO ALLOW FOR THIS TO BE CHECKED AND IF 

NECESSARY, THE DESIGN TO BE DEVELOPED.

ALL DIMENSIONS TO BE CHECKED BY THE CONTRACTOR PRIOR TO THE START OF 

CONSTRUCTION. DO NOT SCALE FROM THIS DRAWING. ANY DISCREPANCIES ARE TO BE BROUGHT 

TO THE ATTENTION OF THE ARCHITECT AND ENGINEER.

ALL EXISTING BUILDING ENVELOPE INTERFACES ARE BASED UPON 3D MEASURED SURVEY 

INFORMATION AND ARE TO BE VERIFIED ON SITE BY THE CONTRACTOR PRIOR TO 

CONSTRUCTION.

ALL INFORMATION RELATED TO THE SIZE, LOCATION, ARRANGEMENT AND DETAIL OF EXISTING 

STRUCTURE IS BASED ON AN INCOMPLETE SET OF HISTORIC DRAWINGS AND IS TO BE VERIFIED 

ON SITE BY THE CONTRACTOR PRIOR TO CONSTRUCTION.
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