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NOTES

- Drawings to be read together with
Design Intent information and technical
drawings

- All drawings shall be read in conjunction
with the fire strategy

- All layouts  are subject to compliance
review by Building Control

- Drawings are based on survey data and
review survey data for further details.

- Do not scale from this drawing. All
dimensions are to be verified on site
before proceeding with the work.

- Architect shall be notified in writing of
any discrepancies.
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Description
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General Arrangement Rear Elevation01
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27.98m
Ground FFL

33.32m
First FFL

36.62m
Second FFL

39.91m
Third FFL

43.51m
Fourth FFL

46.66m
Roof FFL

28.50m
Raised Ground FFL

New metal

brise soleil /

fascia & roof
guarding to be
iinstall

New external roof plan to be

installed

Plant specs TBC with
Mechanical Engineer

New metal
balustrades to

be installed

New external ductwork to
be installed

Ductwork specs TBC with
Mechanical Engineer

Frameless metal
louvre to be install

with new cycle
access door

Existing fire escape
to remain

Existing curtian
wall glazing to
remain

New PPC to
be applied

EXTERNAL FINISHES KEY

EF-01
EXISTING EXTERNAL WALL
FINISHES - BRICKWORK

EF-02
EXISTING EXTERNAL WALL
FINISHES - LIMESTONE

EF-04A
EXISTING WALL
FINISHES - RENDER/ WHITE

EF-04B
NEW INFILL WALL - RENDER
FINISHES

WF-06
METAL - POWDER COATED FINISHES
NEW METAL FINISH - PPC

EF-03
EXISTING WALL
FINISHES - METAL CLADDING

47.93m
Top of Solar Shading

49.64m
Top of Building

Retaining existing windows (to be confirmed by client)

Window U-Value estimated at 5 W/m²K

Existing window to be blocked internally and insulated to
better the U-Value

Lined and insulated internally
Target U-Value 0.26 W/mK

Allow for small internal window within blocked window with
secondary glazing (500 x 500 mm)

U-Value = 1.6 W/mK

Retaining existing windows (to be confirmed by client)

Existing rear Crittal-style window
Cold-profile steel and fitted with toughened
double-glazed units 4/8/4mm

Unknown overall thermal efficiency
Lack of or damaged gaskets, cold profiles

Estimated at 5 W/m²K

New Ground Floor
Back Entrance

Proposed  window
Estimated 0.87 W/m2K

Infilled section

Proposed  window
Estimated 0.96 W/m2K

Infilled section

Infilled section

Proposed  window
Estimated 0.87 W/m2K

Extract and
supply openings

in back facade

to be confirmed
with planning
consultant

46.93m
Roof Platform FFL

2.2m
height
acoustic
enclosure

Outline of Stage 2
external plant

Outline

of Stage 2
ASHPs
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