
1 of 4        –       01/03/23      –       Revision: 011 of 2        –       03/10/22      –       Revision: 011 of 2        –       22/11/22      –       Revision: 01

Project Number : 2206  

Client Name : WatchHouse   

Project : Hampstead Heath 

Version : Rev 4 

ams-signs.co.uk



Front External Elevation 

Page Number:

Drawn By: AM Scale: NTS

2206
Project No 

WatchHouse  
Client:

Hampstead Heath
Job Description: 

Item 1.2: Blade Sign

Fitted centrally in pillar

Bottom of sign to align

to bottom of middle

glazing panels 

Item 1.1: Fascia Sign

Fitted centrally in fascia 

Item 1.5: Opening Hours

Fitted 65mm in from left edge of glass.

Fitted centrally in glass top to bottom 

Item 1.3: Menu Box

Fitted on side elevation of glass

bottom of menu box aligned with bottom

of opening hours on front entrance door 
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Item 1.1: Fascia Sign 

Colour References

RAL 1013 Oyster White

Quantity 1

Specification 
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2206 
Project No 

WatchHouse 
Client:

Hampstead Heath
Job Description: 

Fascia @ 1:20 scale 

Fascia Sign

1no set 10mm fret cut acrylic letters with
bevelled edges

3mm (d) 45 degree Bevelled edges to match 
Marylebone site

1675mm (w) x 238mm (h) x 10mm (d)

Wet sprayed to RAL 1013 Oyster White Satin

VHB tape & stud fixings to rear for bonding 
flush to face of painted fascia  

C

C

1:8 scale 

Bevelled edges
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Item 1.2: Blade Sign 

Colour References

RAL 8019 Grey Brown Satin 

NCS 2050 – S 4010-B50G

RAL 1013 Oyster White Satin

Quantity 1

Specification 

Double sided projection sign

700mm (w) x 160mm (h) x 100mm (d)

5mm aluminium outer frame powder coated 
to RAL 8019 Grey Brown Satin

2mm aluminium backing panel coated to
NCS 2050 – S 4010-B50G

3mm aluminium letters powder coated to
RAL 1013 Oyster White Satin

Complete with 5mm wall plate & 2no M6 
dome head coach bolt fixings
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NCS 2050 - S 4010-B50G 

RAL 8019 Grey Brown Satin 
3mm RAL 1013 Oyster White Satin 
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Item 1.3: Menu Case 

Colour References

NCS 2050 – S 4010-B50G 

RAL 1013 Oyster White Satin

Quantity 1

Specification 

1no Bespoke Menu Case

310mm (w) x 413mm (h) x 25mm (d)

Aluminim outer frame with clear acrylic vision 
panel coated to NCS 2050 – S 4010-B50G 

Internal frame insert with aperture
Powder coated to RAL 1013 Oyster White 
Satin

Countersunk fixings top & bottom

Mounted onto 5mm black PVC carrier panel, 
bonded flush to face of glass
Reverse applied printed vinyl panel to rear of 
glass to hide VHB tape.
Printed to match NCS 2050 – S 4010-B50G  
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Project No 

WatchHouse 
Client:

Hampstead Heath
Job Description: 

Countersunk screws

top and bottom

Removeable

Internal Panel 

Edges to �t within frame

with 1mm tolerance

206mm x 293mm

to �t a4 paper sheet

3mm chamfer
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5mm black PVC foamex inlaid carrier panel

Bonded �ush to face of glass with Clear VHB tape

Provides 5mm stand off from glass to allow access
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NCS 2050 - S 4010-B50G 

RAL 1013 Oyster White Satin 

CENTERED HORIZONTALLY
ON GLASS PANEL

C



Item 1.5: Opening Hours 

Colour References

M7–172 Almond Vinyl 

Quantity 1

Specification 

Opening Hours

1no set reverse applied CAD cut vinyl 
opening hours

250mm (w) x 208mm (h)

M7–172 Almond vinyl reverse applied to glass  
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CENTERED HORIZONTALLY
ON GLASS PANEL
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Side External Elevation 

Page Number:
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Project No 

WatchHouse  
Client:

Hampstead Heath
Job Description: 

Item 1.7A

Window vinyl 

All messaging to site

on the same baseline 

Item 1.7B

Window vinyl 

Item 1.7C

Window vinyl 

Item 1.7D

Window vinyl 

C C C C
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Item 1.7: Side Elevation Window Vinyls 

Colour References

M7–172 Almond Vinyl 

Quantity 4

Specification 

Side Elevation Window Vinyls

4no set reverse applied CAD cut vinyls

54mm cap height

M7–172 Almond vinyl reverse applied to glass

See page 7 for alignment 
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Item 1.7A

Window vinyl 

Item 1.7B

Window vinyl 

Item 1.7C

Window vinyl 

Item 1.7D

Window vinyl 
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