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NO SIGNIFICANT RISK WHICH REQUIRES TO BE COMMUNICATED
TO A COMPETENT CONTRACTOR HAS BEEN IDENTIFIED IN
RELATION TO THIS DRAWING.

THESE NOTES ARE BASED ON THE USE OF EXPEREINCED AND
COMPETENT CONTRACTORS CARRYING OUT THE WORK USING AN
APPROVED SAFE METHOD OF WORKING.

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION

LEGEND:

1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH ALL
OTHER M&E SERVICES DRAWINGS, TOGETHER WITH THE
ARCHITECTS & STRUCTURAL DRAWINGS AND ASSOCIATED
SPECIFICATIONS.

2. ALL SERVICES PASSING THROUGH FIRE COMPARTMENT
WALLS WILL BE IN ACCORDANCE WITH THE RELEVANT
SPECIFICATION & BRITISH STANDARDS.

3. FLEXIBLE DUCTWORK LENGTHS SHALL NOT EXCEED 500mm
AND SHALL NOT BE USED FOR CHANGES OF DIRECTION.

4. THE RESPONSIBILITY FOR THE SUPPORT OF THE ENTIRE
DUCTWORK SYSTEM(S) AND ASSOCIATED PLANT SHALL BE
THAT OF THE MECHANICAL CONTRACTOR.
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