
* root membrane is recommended when
waterproofing has no root protection

Proposed Urbanscape Green 
Sedium  Roof System : 180m 2

Proposed Urbanscape Green 
Sedium  Roof System  TOTAL AREA: 

32m2

PROPOSED COMPOSITE 
DECKING TERRACE ROOF 

TOTAL AREA: 78m2

PROPOSED SINGLE PLY 
MEMBRANE ROOF 

TOTAL AREA: 121m2

GENERAL NOTES
1.

2.

3.

4.

5.

Contractor must ensure that all work on site is carried out in a safe & 
satisfactory manner, in accordance with Health & Safety At Work Act 1974, 
COSHH Regulations 2002 & requirements of C.D.M.

Structural Design shown in abeyance - refer to Structural Engineer's 
drawings and specifications.

Mechanical & Electrical shown in abeyance - refer to M&E Engineer's 
drawings and specifications.

All dimensions shown are to wall structure (Block/Stud) unless otherwise 
stated.

Drawing to be printed in colour. 

Urbanscape Sedum-Mix blanket 

Urbanscape Green Roll substrate 4cm

Urbanscape drainage layer with buffer
Urbanscape root membrane

Waterproof membrane with root protection

Single Ply memebrane (As per specifciation Build-up)

Metal Deck - M60 Deck 
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Nvelope Rainscreen Systems (or similar) - NV1

EXTERNAL ROOF TYPE A - Single Ply Membrane | 130mm
Kingspan Thermaroof TR26 (or similar) | Vapour Control Layer |
18mm Plywood | Furrings (to provide fall) | 60mm Metal Deck |
Structural Frame Zone to S.E. design and details.

British Gypsum (or similar) - Gypframe MF8 Strap Hanger or
Gypframe FEA1 Steel Angle fixed to U/S of deck with  Gypframe
MF12 Soffit Cleat

British Gypsum (or similar) - Gypframe MF6 Perimeter Channel

Bespoke Gutter Profile by specialist cladding manufacturer.
PPC Aluminium to match Cladding. - Details to be developed
with specialist input.

Gutter detail shown indicitively - membrane to be installed 
strictly in accordance with the manufacturer's standard 
details and best practice, using all recommended ancillary 
fixing and adhesive tapes.

Profilled Eaves Filler bedded on sealant to maintain thermal 
integrity and continuity of air-tightness.

STRUCTURAL STEELWORK ZONE

1:60

S.E to confirm if deflection head detail is required to external walls - if 
required, refer to metal frame specialist/ supplier standard details

Head of wall abutting deck joint, filled with rockwool/ profiled filler, 
sealed with silicone firestop caulking, in accordance with a 
manufacturers standard details  

Rockwool (or similar) - Rockwool SP Firestop OSCB slab
At head and base of wall - installed in strict accordance with
manufacturer's recommendations.

D32 trapezoidal tray 0.9mm 

40mm Cavity 

Angle Section to be fitted to the Deck area as per the cladding 
manufacterers detail and specification 

Knauf Insulation - Ultra Lightweight extensive green roof
system
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Maintence Schedule Sedium Room 

Ubscape Green Roof Specifciation

• Fertilize the vegetation with the nutrients 1 or 2 times
a year.
• The irrigation system shall be provided depending on the
local climate conditions.
• Local Maintence contract will be agreed with Urbanscape or 
local maintence contractor. 

Green Roof Species Used will be the following a mixture of 

• Sedum reflexum
Flower period: June / July
Maximum height: 10cm
Colour of flowers: white

• Sedum sexangulare  
Flowering period: June to July 
Maximum height:  5cm 
Flower colour:  yellow

Sedum hispanicum 
Flowering period:  June to August 
Maximum height:  5cm 
Flower colour:  white pink

Sedum floriferum 
Flowering period: June to July 
Maximum height:  15cm 
Flower colour:  yellow

• Sedum sexangulare
Flower period: June / July
Maximum height: 5cm
Colour of flowers: yellow
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Green Roof Build-up
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Green Roof Edge Detail1


