
All four sides of stack
to be treated / repaired

Repoint shaded area on
rear, West facing elevation
above roof plane

Allow for 3m² local
repointing to
this elevation

All four sides of stack
to be treated / repaired

Dashed outline indicates existing
construction removed in alterations works

Dashed outline indicates brickwork repairs
to original facade when meter store removed

East Elevation - Main House and Lodge Stone and Brick Repairs

Main House

Existing roof finishes to be
removed, tiles to be retained
for refixing at a later date

Decorative rainwater hopper
head retained and repaired
and refitted

Reserve sound prime tiles for
refixing on the outward facing
pitches and gables and mix in new
tiles to match on the inside and
northern pitches. Allow 20% new
replacement tiles

3b
4a

5b

Return flank elevations to be raked
out and repointed

(Refer to East  and West Elevations)

South Elevation - Main House and Lodge Stone and Brick Repairs

Note:
Scalloped Tile Hanging -
Allow 20 no. local tile replacements
on the South Elevation generally.
Replacement tiles to match existing.

Allow for 3m² local
repointing to
this elevation

Return flank elevations to bay to
be raked out and repointed

All four sides of stack
to be treated / repaired

All four sides of stack
to be treated / repaired

All four sides of stack
to be treated / repaired

All four sides of stack
to be treated / repaired

All four sides of stack
to be treated / repaired

Dashed outline indicates existing
construction removed in alterations works

The Annexe Main House The LodgeThe Link

Dashed outline indicates existing
construction removed in alterations works

Dashed outline indicates existing
construction removed in alterations works

Existing roof finishes to be
removed good quality tiles set
aside for making good roof areas

Existing roof finishes to be
removed, tiles to be retained
for refixing at a later date

Existing roof finishes to be
removed, tiles to be retained
for refixing at a later date

Decorative rainwater hopper
head retained and repaired
and refitted

Decorative rainwater hopper head retained, repaired and refitted but
adapted to suit new glazed link layout.

Reserve sound prime tiles for
refixing on the outward facing
pitches and gables and mix in new
tiles to match on the inside and
northern pitches. Allow 20% new
replacement tiles

1

2 3 4

5

14a

5a 5b

Masonry Repairs Key

Brickwork

Rake out and repoint with lime mortar

Cut out individually badly weathered or
damaged bricks.  Replace locally with
new bricks to match existing -
allow 30% of area shown

New brickwork to match existing

New window / door openings

Stonework

Indent to approximately 120mm or to
depth of window rebate detail

Indent / replace face of mullion if practicable,
back to plane of window frame

Support lintels and replace mullion entirely

Cut out and replace head or cill entirely

Render

Hack off existing render and re-render

Masonry Repairs Key

Brickwork

Rake out and repoint with lime mortar

Cut out individually badly weathered or
damaged bricks.  Replace locally with
new bricks to match existing -
allow 30% of area shown

New brickwork to match existing

New window / door openings

Stonework

Indent to approximately 120mm or to
depth of window rebate detail

Indent / replace face of mullion if practicable,
back to plane of window frame

Support lintels and replace mullion entirely

Cut out and replace head or cill entirely

Render

Hack off existing render and re-render

Roofing

Existing roof tiles to be carefully removed
and stored on site for re-fixing

Vertical tiling

Vertical tile hanging areas to be carefully
removed, noting plain and club tile rows,
tiles to be stored on site for re-fixing at a
later date and to be re-instated to the original
pattern design, new tiles to be allowed for, 20no.
per area to be retiled.

@ A01:50

Survey drawings are kindly provided by Malcom Hughes Land Surveys Ltd and are assumed
to accurately describe the existing buildings, services and external spaces.
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Stone, Brick and Roof Repairs
South and East Elevations

The Hoo
17 Lyndhurst Gardens,
Hampstead

BH

19-013 3011 F
PLANNING

A 08.02.21 CP Areas of roof works added
B 28.04.21 CP Rainwater Goods added as being retained

C 13.05.21 SP Notes and coloured hatch added to elevations to
indicate the removal of roof and wall tiling to allow
the inspection of surfaces described on the
general arrangement drawings.  surface
references are provided to vertical tiling to identify
individual surfaces 

D 16.09.22 CP Additional vertical tiling areas 5 and 5b shown
as being removed, The Lodge 2nd Floor. Issued
for Tender

E 01.11.23 DHA Issued for Construction
F 05.12.23 DHA Amendments as indicated
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