
200

Existing Slab

Fixings to plaster in frame

Skim to edge of plaster in frame.

200mm from centre of fitting to front face of curtain.

Indicative curtain

90

12.5mm plasterboard

Driver

Driver housed locally through fitting cutout.

75

Indicative curtain

90

GRG molding

Driver housed locally through fitting cutout.

Driver

13

cut out 75

185

L3

70

22

XX

40

Framed surround to acoustic paneling - finished in a satin

Allow for 70mm or greater to to allow for adequate light
bleed and enough room to allow for servicing of LED.

Ensure LED is set back enough that light source is not
visible but is easily serviceable.

LED RGBW (2700K)

Indicative acoustic panel

Existing Wall

L1.04

35

100Timber shroud to conceal LED from view

Warm White LED

Ensure any cables are
neatly routed so they are

out of view and do not
cast shadows.

Front face of LED 100mm from existing timber upstand.

LED to be fastened down securely so LED profile doesn't
move

L1.05a/d

timber shroud to conceal LED from view

Warm White LED

Existing decorative metal panel

Ensure any cables are neatly routed so
they are out of view and do not cast

shadows.

70

LED approx 70mm from front face of
decorative metal panel.

35

LED to be fastened down securely so LED profile doesn't
move

L3.08

L3.04

D12

D2

L1.04

L1.05a L1.05b

L1.03a L1.03b L1.03c

WS2WS2

L1.03a/d

75 X

20

Decorative beading

Decorative beading

Ensure any cables are
neatly routed so they are

out of view and do not
cast shadows.

Existing door

Front edge of existing door reveal.

75

Fixings to plaster in frame

90

Driver

Driver housed locally through fitting cutout.

Skim to edge of plaster in frame.

This drawing is the property of Technical Arts Ltd.  Copyright &
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the written consent of Technical Arts Ltd. Figured dimensions to

take preference over those scaled.  All dimensions to be checked
on site before commencement of any work or shop drawings.  This

drawing is to be read with the specification when existing.  Any
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All dimension are approx and should be
designed according to on site
dimensions.

Scale:01Upper gallery curtain wash
1:2

Scale:04 Acoustic Panel Lighting Treatment
1:2

Scale:02 Lower gallery curtain wash
1:2

Scale:05 Lighting to timber paneling to vestibule doors
1:2

Scale:06 Lighting to existing metal paneling
1:2

Scale:07 Lighting to door portals
1:2

Scale:03General Downlights
1:2


	Sheets and Views
	TA1550-DT-02


