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PROPOSED PLANS AND ELEVATIONS  FRONT
AND REAR COURT YARD AREAS.

MS KELLY TRUEMAN 

TO DESIGN AND PROPOSE  NEW COURTYARD AREA
FRONT AND REAR ELEVATION.

20B REGENTS PARK ROAD
NW1 7TX

SECTION A: SECTION A:

SECTION B.

ELEVATION A.

EL
EV

AT
IO

N 
B.

SECTION B.
ENTRANCE DOWN INTO
COURTYARD AREA

PROPOSED COURTYARD SPACE
8.5 SQMTRS

UP

ENTRANCE INTO APARTMENT 20B
REGENTS PARK ROAD
NW1 7TX
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PROPOSED FRONT ELEVATION A.
DEMONSTRATING COURTYARD BASEMENT
LEVEL APARTMENT 20B REGENTS PARK ROAD
NW1 7TX

PROPOSED ENTRANCE ACROSS COURTYARD
INTO 20B REGENTS PARK ROAD NW1 7TX

EXISTING GROUND LEVEL,

PROPOSED STAIRCASE LEADING TO
FLAT 20B REGENTS PARK ROAD
 NW1 7TX TO BE TILED WITH YORK STONE
TILES.TILES TO CONTINUE TO COURTYARD
LEVEL.

PROPOSED FRONT SECTION B.
DEMONSTRATING COURTYARD BASEMENT
LEVEL LEADING TO APARTMENT 20B REGENTS
PARK ROAD
NW1 7TX

ALL PROPOSED STEPS TO BE
YORK STONE CUT TO SIZE.

PROPOSED RETAINING WALL
RENDERED WHITE.

PROPOSED FLOWER BED AND

CONCRETE REGENTS PARK ROAD.

ENTRANCE INTO 20B REGENTS
PARK ROAD.

PROPOSED FRONT SECTION A.
DEMONSTRATING RETAINING WALL TO
COURTYARD WITH EXISTING ARCHITECTURAL
FEATURES TO APARTMENT 20B REGENTS PARK
ROAD
NW1 7TX

PROPOSED LINK MANHOLE CHAMBER
MANHOLE POSITION TO BE CONFIRMED BY
BUILDING CONTROL.
ECO DRAINAGE AND PROPOSED MANHOLE
TO CONNECT TO EXISTING SYSTEM.

PROPOSED FRONT ELEVATION B.
FRONT ENTRANCE AND PORCH
DOORWAY LEADING INTO 20B
REGENTS PARK ROAD

PROPOSED FRONT ELEVATION FRONT
PORCH DOOR. NEW FRONT DOOR TO
BE INSTALLED TO MATCH EXISTING
FRONT DOOR AND FRAMING WORK.

COVED AREA

RESIDENTS ABOVE
BASEMENT FLOOR LEVEL.

PROPOSED COURT YARD WALLS TO BE
RENDERED WHITE.
ENTRANCE ACROSS COURTYARD
YORK STONE SLAB TILE STAIRCASE.
AND COURT YARD
I 20B REGENTS PARK ROAD NW1 7TX

PROPOSED WALL RENDERED
SMOOTH/WHITE FOR A NEW
FINISH.

PROPOSED COURTYARD AREA FLOOR PLAN
BASEMENT AND STAIRCASE TO
20B REGENTS PARK ROAD
NW1 7TX

PROPOSED WALL RENDERED
SMOOTH/WHITE FOR A NEW
FINISH.

PROPOSED YORK STONE TILES
BESPOKE TO FIT COURT YARD
AREA.

PLANTATION

NEW PLANTATION

PROPOSED WALL RENDERED
SMOOTH/WHITE FOR A NEW
FINISH.

ALL STEEL RAILS TO BE REPAINTED
BLACK.

RETAINING WALL AREA RENDERED
WHITE.

ECO DRAINAGE TO SIT AT FRONT
OF PLANTATION BED CONNECTED
TO EXISTING DRAINAGE SYSTEM.

PROPOSED REAR ELEVATION A
BASEMENT FLAT 20B
REGENTS PARK ROAD NW1 7TX

PROPOSED ACCESS FROM
BEDROOM TO PROPOSED
COURTYARD AREA.

EXISTING RISEN LEVEL.
RISEN LEVEL 530MM FROM
LOWER GROUND LEVEL. EXISTING
PILLAR TAKEN OUT TO ALLOW FOR
WIDER STEPS.

EXISTING FIRE ESCAPE STEEL
STAIRCASE. ADJOINING PROPERTY.

PROPOSED ELEVATION B
 DEMONSTRATING EXISTING
RETAINING BACK WALL RISEN LEVEL
1100MM FROM LOWER GROUND
LEVEL.

EXISTING NEIGHBOURING WALL.

EXISTING NEIGHBOURS STEEL FIRE
ESCAPE.

PROPOSED CONCRETE BED TO BE
RE-TILED  WITH MARLBOROUGH
TERRACOTTA PARQUET FLOOR TILES.
TO MATCH PROPOSED COURTYARD
AREA.

EXISTING PILLAR REMOVED TO ALLOW
FOR BETTER SPACE AROUND
OPENING. PROPOSED STEPS MADE
MORE ACCESSIBLE.

PROPOSED REAR ELEVATION B
REAR WALL BASEMENT FLAT 20B
REGENTS PARK ROADNW1 7TX

EXISTING NEIGHBOURING WALL.

EXISTING LOWER GROUND LEVEL
RE-TILED WITH MARLBOROUGH
TERRACOTTA PARQUET TILES.
1100MM IN DEEP FROM HEIGHT OF
RETAINING WALL.

(R) ELEVATION B.

(R) ELEVATION A.

PROPOSED COURTYARD AREA
12.2 SQMTRS

EXISTING RETAINING WALL AREA
DEMONSTRATING COURTYARD BOUNDARY.

PROPOSED ACCESS VIA PROPERTY TO COURTYARD
AREA.

EXISTING ACCESS FROM
REAR OF PROPERTY INTO
REAR COURTYARD AREA.

2 STEPS ONTO BEDDING

EXISTING PILLAR 350 X
350MM SQUARE

PROPOSED MANHOLE CHAMBER
FOR WASTE. MOVED ALONG AND
REPOSITIONED.

PROPOSED REAR COURTYARD
BASEMENT FLOOR PLAN WITH
PROPOSED DRAINAGE AND MAINS.
BASEMENT FLAT 20B
REGENTS PARK ROAD NW1 7TX

MAIN STACK CONNECTS TO MAIN
SEWER.

PROPOSED GRAND YORK STONE SLABS TO FORM
STEPS AND COURTYARD FLOOR AREA. THIS WILL
ALLOW FOR A MORE TRADITIONAL FEEL ON
ENTRANCE.

(R) ELEVATION B.

(R) ELEVATION A.

EXISTING COURTYARD AREA
12.2 SQMTRS

EXISTING RETAINING WALL AREA
DEMONSTRATING COURTYARD
BOUNDARY.

EXISTING ACCESS VIA
PROPERTY TO
COURTYARD AREA.

EXISTING ACCESS FROM REAR OF
PROPERTY INTO REAR COURTYARD
AREA.

2 STEPS ONTO BEDDING

PROPOSED REAR COURTYARD
FLOOR PLAN BASEMENT
APARTMENT 20B
REGENTS PARK ROADNW1 7TX

EXISTING PILLAR TAKEN AWAY TO
ALLOW FOR A MORE OPEN ENTRANCE

EXISTING NEIGHBOURS
STEEL FIRE ESCAPE.

PROPOSED WALLS
RENDERED WHITE.

PROPOSED ECO DRAINAGE LEADING INTO MAINS

EXISTING LOWER GROUND LEVEL
RE-TILED WITH MARLBOROUGH
TERRACOTTA PARQUET TILES.

PROPOSED STEPS TO
BE MADE WIDER FOR A
FULL STEP UP ON TO
PLINTH.

PROPOSED CONCRETE COURTYARD
RE-TILED  WITH MARLBOROUGH
TERRACOTTA PARQUET FLOOR TILES.

RAINWATER:
ALLOWED TO SOAK THROUGH STRUCTURAL PAVING.

THIS CAN BE PAVING BLOCKS WITH GAPS BETWEEN SOLID BLOCKS, OR POROUS PAVING, WHERE
WATER FILTERS THROUGH THE BLOCK ITSELF. WATER CAN BE STORED IN THE SUB BASE AND
POTENTIALLY ALLOWED TO INFILTRATE INTO THE GROUND.

THE DESTINATION FOR SURFACE WATER RUNOFF THAT IS NOT COLLECTED FOR USE SHOULD BE
PRIORITISED IN THE FOLLOWING ORDER:

A:      INFILTRATION.
B:      DISCHARGE TO SURFACE WATERS
C:      DISCHARGE TO SURFACE WATER SEWER, HIGHWAY DRAIN OR ANOTHER DRAINAGE SYSTEM.
D:      DISCHARGE TO A COMBINED SEWER.

 RUNOFF IS
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 RUNOFF IS

PROPOSED COOURTYARD RE-TILED
WITH MARLBOROUGH TERRACOTTA
PARQUET FLOOR TILES.
TO MATCH PROPOSED COURTYARD
AREA.

YORK STONE TILES BESPOKE CUT MADE TO FIT.
COURT YARD SPACE TO BE TILED.

EXISTING MANHOLE TO BE
RELOCATED TO COURTYARD AREA.

PROPOSED PAINT WORKS TO
BE LILAC.

20MM TOUGHENED GLASS
IN FRONT DOOR PANELS.

20MM TOUGHENED GLASS
IN FRONT DOOR PANELS.

LOWER PANEL S IN THE PROPOSED
FRONT DOOR AND SIDE PANEL TO BE
SOLID WITH MATCHING MOLDING
FEATURES.

STANDARD LETTERBOX

Lockset Standard:
 - Type: Mortise or cylindrical
lockset as specified.
 - Finish: Complementary finish
to door hardware, ensuring
durability.

Lockset Standard:
 - Type: Mortise or cylindrical
lockset as specified.
 - Finish: Complementary finish
to door hardware, ensuring
durability.


	Sheets and Views
	Layout2


