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Walls to have
specialist paint finish
denoted by dashed
line.

Supply & install new
softwood painted
max 1500mm high
timber screen with
bead and butt detail
to lower section.
Refer to drwg
3185-510 for further
details

Remove existing key
clamp balustrading.
Supply & install new
brass metalwork
balustrade to step

Main Contractor to supply & install
new bespoke coffee station. Allow
for new power/water/drainage
supplies as required. Refer to drwg
3185-508 for further details. To be
fixed back to screen, any gaps to be
infilled & sealed.

Front Bar- clad over with new
timber & leather upholstered
panel detail - see mood board.
Zinc bar top to be retained,
allow for new brass footrail.
Allow for new countertop fixed
brass metalwork overbar. Refer
to 3185-501/502 for further
details

Back Bar- remove existing
upper backfitting sections &
tiles and make good ready to
receive new brick slips. Brick
slips to be applied to backer
board. Backer board to be
screwed into existing mortar
joints. Supply and install new
feature arched timber upper
backfitment. Refer to
3185-501/502 for further details

Manufacture, supply & install
new illuminated metalwork wine
cages fixed to timber floor. Low
level hw timber storage units at
H900 between high level wine
cages at H2400. Refer to drwg

3185-513/514 for further details

Ceiling mounted
feature hanging

installation to
stairwell by others.

BWIC to be
confirmed

Form new glass wash area. Supply &
install new countertop timber &
glazed screen to glasswash area
approx 500mm high. Refer to
3185-501/502 for further detailsTill

Supply and install
new softwood
painted and
partially glazed
timber screen with
bead and butt
detail to lower
section. Refer to
drwg 3185-512 for
further details

Till

Scope of repair works
(if required) TBC.

500

50
0

50
0

Carefully remove
exg display & waiter
station and make
good disturbed
surfaces. Adapt
existing power and
lighting supplies to
suit new wine cage
display. Refer to
drwg 3185-514 for
further details
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No works briefed.
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Walls to have
specialist paint finish
denoted by dashed
line.

23

Walls to have
specialist paint finish
denoted by dashed
line.
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Walls to have
specialist paint finish

denoted by dashed
line.
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21.05.25Back bar note amended. Atrium planting and notes
omitted.
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