
BLOCK 2 - East Elevation

Dark Granite Stone Panel_ H42/ 121

Car Park Doors to be incorporated with

Dark Bronzed Metal Louvres

UKPN Louvre Door to UKPN Spec

FFL +50.60

1:9 Gradient

FFL +46.60

FFL +45.60

1:7

Gradient

FFL +66.45

1:4

Gradient

D_TY_G251

_105

D_TY_G251

_008

Rustication in Roach Stone Panel_ H42/ 117

Dark Bronzed Metal Spandrel Panel

DGU Window

H42/ 116

Bronze Coloured Metal Balustrade

Precast Stone Panel_ H42/ 116

Grey Back Whitbed Stone Panel_ H42/ 115

Bronze Coloured Coping

Bronze Coloured Metal Balustrade

Precast Stone Panel_ H42/ 116

Continuous Dark Bronze Coloured Metal Balustrade

Framed Glass Openable Doors

Dark Bronze Coloured Rainscreen with Patterns

Dark Bronze Coloured Coping

H42/ 118

Bronze Coloured Metal Balustrade

FFL

BLOCK 3 - East Elevation
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HANDSET ROACH STONE

ROACH STONE FACED PC UNITS

PORTLAND STONE FACED PC UNITS

BLOCK 2 - North Elevation

+50.60

+49.25

+66.45

Dark Bronze Coloured Coping

Dark Bronze Coloured Rainscreen with Patterns

Continuous Dark Bronze Coloured Metal Balustrade

Bronze Coloured Metal Balustrade

Bronze Coloured Coping

DGU Window

H42/ 116

Bronze Coloured Metal Balustrade

Precast Stone Panel_ H42/ 116

Precast Stone Panel_ H42/ 116

Dark Bronzed Metal Spandrel Panel

Grey Back Whitbed Stone Panel_ H42/ 115

Framed Glass Openable Doors

Dark Granite Stone Panel_ H42/ 121

Rustication in Roach Stone Panel_ H42/ 117
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BLOCK 3 - North Elevation
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+48.92

+66.45

+44.40

D_TY_G251

_106

D_TY_G251

_014

Dark Bronze Coloured Coping

Dark Bronze Coloured Rainscreen with Patterns

Continuous Dark Bronze Coloured Metal Balustrade

Bronze Coloured Metal Balustrade

Bronze Coloured Coping

DGU Window

H42/ 116

Bronze Coloured Metal Balustrade

Precast Stone Panel_ H42/ 116

Precast Stone Panel_ H42/ 116

Dark Bronzed Metal Spandrel Panel

Grey Back Whitbed Stone Panel_ H42/ 115

Framed Glass Openable Doors

Rustication in Roach Stone Panel_ H42/ 117

Dark Granite Stone Panel_ H42/ 121

H42/ 118

UKPN Louvre Door to UKPN Spec
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RECESSED

100mm
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100mm

RECESSED

100mm

BLOCK 3 - South Elevation

TOO SLENDER TOO SLENDER TOO SLENDER

HANDSET ROACH STONE

ROACH STONE FACED PC UNITS

PORTLAND STONE FACED PC UNITS

Dark Bronze Coloured Coping

Dark Bronze Coloured Rainscreen with Patterns

Continuous Dark Bronze Coloured Metal Balustrade

Bronze Coloured Metal Balustrade

Bronze Coloured Coping

DGU Window

H42/ 116

Bronze Coloured Metal Balustrade

Precast Stone Panel_ H42/ 116

Precast Stone Panel_ H42/ 116

Dark Bronzed Metal Spandrel Panel

Grey Back Whitbed Stone Panel_ H42/ 115

Framed Glass Openable Doors

Dark Granite Stone Panel_ H42/ 121

Rustication in Roach Stone Panel_ H42/ 117

Roof Plant Louvres
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BLOCK 3 - West Elevation

TOO SLENDER TOO SLENDER TOO SLENDER TOO SLENDER TOO SLENDER

CDM Regulations

Design Risk Assessment:

The size and shape of individual stones for this project have been designed to

satisfy the overall design requirements for the building. All persons handling and

installing such stones should be aware that there are risks associated with this

type of work that cannot be designed out.

RISK: INJURY

Risk Reduction:

Fixers must be suitably experienced in the handling of stones and employ lifting

methods appropriate to the size and shape of that component. Access and

platforms must be to the standard required by current legislation.

Reference must always be made to COSSH information for the materials being

used.

Notes:
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