
BSI

CLIENT

Scale @ A3:

Date :

Drawn by :

Checked by :

Drawing No:

TITLE

PMDescriptionDateRev

REVISIONS

Revision:

ARCHITECTS

c

HGP Architects Ltd.
Copyright Reserved.

FURZEHALL FARM, WICKHAM ROAD
  FAREHAM, HAMPSHIRE, PO16 7JH

T: 01329 283 225
F: 01329 237 004
E: EMAIL@HGP-ARCHITECTS.CO.UK
W: WWW.HGP-ARCHITECTS.CO.UK

FS 10342

NOTES:

By

12.036.1835

SIDMOUTH STREET,
BLOOMSBURYCREST NICHOLSON

Detail 36 Parapet Condition 3
1:10, 1:500
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103 100 100

103 100 200

102.5mm facing brick, mortar tbc

Hy-load rigid cavity tray or similar with
fixing strip and mastic

Cavity Trays Small Weep-Vent

100x100x1200mm Knauf Earthwool
insulated cavity barrier

Brick clad lintel

100mm Metsec or similar metal frame system to
manufacturers specification

50mm Kingspan K12 or similar rigid insulation
returned at reveals

100mm Knauf Earthwool Flexible Slab mineral wool insulation

Flexible closer

Perimeter sealant tape

15mm Knauf Soundshield with 5mm plaster skim

Mortar reinforcement to SE specification

Deflection head to SE specification

Aluminium timber composite window
to manufacturers specification

Cavity Trays Small Weep-Vent

Hy-load rigid cavity tray or similar

Cavity Trays Small Weep-Vent

Hy-load rigid cavity tray or similar with
fixing strip and mastic

35.870 AOD Top of slab

Roof U-Value: 0.17 W/m2K
External Wall U-Value: 0.23 W/m2K

34.970 AOD Head

36.620 AOD Top of Parapet

Refer to Axter specification*

Knauf C Form suspended ceiling system

Axter waterproof build-up

2 layers 15mm Knauf Wallboard with 5mm plaster skim

Cavalok FlameBlok or similar insulated cavity closer

Visqueen or similar vapour control layer

225mm cast concrete slab to SE details

Prefabricated brick clad coping

15mm Knauf Wallboard with 5mm plaster skim

Gravel perimeter drain

Insulation with render finish

Ancon SDB or similar wall tie with thermal
break and retaining clip

Visqueen or similar DPC

30x30mm Knauf Earthwool Universal Slab
insulation (100kg/m3)

Plasterboard fixing strap

Cloaking angle fixed to underside of slab only

Growing medium min. 80mm to Axter specification

Axter 150mm insulation build-up

Axter 80mm reservoir board

Axter Hydroshield membrane

Filtration layer
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