
20 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR APPROVED
REFER TO M&E DETAILS AND SPECIFICATION FOR TECHNICAL  INFORMATION

15 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR APPROVED
TO LINE UP WITH JOINTS IN FACADE
REFER TO M&E DETAILS AND SPECIFICATION

17 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR
APPROVED
REFER TO M&E DETAILS AND
SPECIFICATIONFORTECHNICAL INFORMATION

15 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR
APPROVED
REFER TO M&E DETAILS AND
SPECIFICATIONFORTECHNICAL INFORMATION

17 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR
APPROVED
REFER TO M&E DETAILS AND
SPECIFICATIONFORTECHNICAL INFORMATION

24 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR
APPROVED
IN  PLANTERS HIGHLIGHTED
REFER TO M&E DETAILS AND
SPECIFICATIONFORTECHNICAL INFORMATION

8No. LIGHTING COLUMNS INTEGRAL WITH FENCE

7No. "TERMINAL" LIGHTING COLUMNS BY LOUIS
POULSEN, OR SIMILAR APPROVED
REFER TO M&E DETAILS AND SPECIFICATION FOR
TECHNICAL INFORMATION

11No. "TERMINAL" LIGHTING COLUMNS BY LOUIS
POULSEN, OR SIMILAR APPROVED
REFER TO M&E DETAILS AND SPECIFICATION FOR
TECHNICAL INFORMATION"LEDRail" LIGHTING BY LED Technic, OR SIMILAR APPROVED

TO U/S OF STAINLESS STEEL HANDRAIL
REFER TO M&E DETAILS AND SPECIFICATION
FOR HANDRAIL DETAILS REFER TO L-LG2-4004

"LEDRail" LIGHTING BY LED Technic, OR SIMILAR APPROVED
REFER TO M&E DETAILS AND SPECIFICATION
FOR HANDRAIL DETAILS REFER TO L-LG1-4004

FOR INTERFACE WITH PAVING AND
TYPICAL SHALLOW FOUNDATIONS,
REFER TO L-DTL-8006

UPLIGHTERS
FOR TYPICAL INTERFACE WITH PAVING AND
FOUNDATIONS, REFER TO L-DTL-8017

NOTES:
1. FOR LIGHTING ATTACHED TO BUILDING FABRIC REFER TO
ARCHITECT'S DRAWINGS.
2. FOR LIGHTING REQUIRED FOR WAYFINDING, READ IN
CONJUNCTION WITH WAYFINDING STRATEGY DOCUMENT,
DOCUMENT No. A-SCH-SH100

10 No. WASHLIGHTS PARTIALLY RECESSED INTO CONCRETE WALL.
TO M&E SPEC AND DETAILS.
TO BE CO-ORDINATED WITH M&E ENGINEER.

6 No. IP68.10 UPLIGHTERS BY BEGA, OR SIMILAR
APPROVED
REFER TO M&E DETAILS AND
SPECIFICATIONFORTECHNICAL INFORMATION

EXISTING STREET LIGHT

EXISTING STREET LIGHT

EXISTING STREET LIGHT

EXISTING STREET LIGHT

EXISTING STREET LIGHTING ALONG NORTHERN SIDE OF BRILL PLACE

2 NO. UPLIGHTERS FOR WAYFINDING
TO M&E SPEC AND DETAILS
ALSO REFER TO L-LG1-2005 AND L-DTL-80172 NO. UPLIGHTERS FOR WAYFINDING

TO M&E SPEC AND DETAILS
ALSO REFER TO L-LG1-2005 AND L-DTL-8017

2 NO. UPLIGHTERS FOR WAYFINDING
TO M&E SPEC AND DETAILS
ALSO REFER TO L-LG1-2005 AND L-DTL-8017

1 NO. UPLIGHTER FOR WAYFINDING
TO M&E SPEC AND DETAILS
ALSO REFER TO L-LG1-2005 AND L-DTL-8017

1 NO. UPLIGHTER FOR WAYFINDING
TO M&E SPEC AND DETAILS
ALSO REFER TO L-LG1-2005 AND L-DTL-8017

"LEDRail" LIGHTING BY LED Technic, OR SIMILAR APPROVED,
REFER TO M&E DETAILS AND SPECIFICATION.
FOR HANDRAIL DETAILS REFER TO L-LG1-4004.

3 No. WASHLIGHTS PARTIALLY RECESSED INTO CONCRETE WALL.
TO M&E SPEC AND DETAILS.
TO BE CO-ORDINATED WITH M&E ENGINEER.

3 No. NARROW WASHLIGHTS ALONG TOP LANDING.
REFER TO M&E SPECIFICATION AND DETAILS.
TO BE CO-ORDINATED WITH M&E ENGINEER.
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