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Proposed Elevation A Proposed Elevation B Proposed Elevation C

Proposed Elevation D Proposed Elevation E Proposed Elevation F Window and Wall Cladding
Refurbishment
61-76 Kilburn Gate, Kilburn Priory,
Kilburn London, NW6 5UX

March 2012

TAJC 08.03.2012
TL
KAS

NOTE:
BALUSTRADING TO COMMON AREAS
REMOVED FOR CLARITY.

ALL EXISTING DOORS TO REMAIN EXCEPT
FOR THE BALCONY DOOR AS THIS IS PART
OF W9.

AREAS OF RENDER BELOW DPC TO BE A
COLOUR MATCH AS WITH SCRIBED BRICK
EFFECT RENDER BUT WITHOUT THE BRICK
EFFECT.

AREAS SHOWN AS WHITE TO RECEIVE A
SOLID WHITE INSULATED RENDER.

PROPOSED MANSAFE RAIL HEIGHT TO BE
COMFIRMED

EXISTING PARAPET HEIGHT

PROPOSED DOUBLE GLAZED CASEMENT
WINDOWS TO ALL WINDOWS

EXISTING PARAPET HEIGHT

PROPOSED MANSAFE RAIL HEIGHT TO BE
COMFIRMED

PROPOSED DOUBLE GLAZED CASEMENT
WINDOWS TO ALL WINDOWS

PROPOSED DOUBLE GLAZED CASEMENT
WINDOWS TO ALL WINDOWS

PROPOSED DOUBLE GLAZED CASEMENT
WINDOWS TO ALL WINDOWS

EXISTING PARAPET HEIGHT

PROPOSED DOUBLE GLAZED CASEMENT
WINDOWS TO ALL WINDOWS

PROPOSED DOUBLE GLAZED
CASEMENT WINDOWS TO ALL
WINDOWS

P1 TAL08.03.12 Planning TAJC

08.03.2012
08.03.2012

61-76 KILBURN GATE
ELEVATIONS AND SECTIONS SHOWING
PROPOSED WINDOWS, RENDERED
EXTERNAL INSULATION SYSTEM AND
EDGE PROTECTION RAIL.

PROPOSED EXTERNAL INSULATION WITH RENDER
COAT (FINISHED WITH A SCRIBED STRETCHER
BOND  BRICKWORK EFFECT) COLOUR TO MATCH
EXISTING BRICKWORK.

PROPOSED EXTERNAL INSULATION WITH RENDER
COAT (FINISHED WITH A SCRIBED STRETCHER
BOND  BRICKWORK EFFECT) COLOUR TO MATCH
EXISTING BRICKWORK.

PROPOSED EXTERNAL INSULATION WITH RENDER
COAT (FINISHED WITH A SCRIBED STRETCHER
BOND  BRICKWORK EFFECT) COLOUR TO MATCH
EXISTING BRICKWORK.

EXTERNAL STAIR TO REMAIN AS EXISTING.

SERVICE BOX TO BE
REMOVED AND
REINSTATED.

RAILINGS REMOVED
FOR CLARITY.

ACCESSABLE VENTALATED DUCTWORK TO GAS
SERVICE SUPPLY.

RAILINGS REMOVED
FOR CLARITY.

PROPOSED EXTERNAL INSULATION
WITH RENDER COAT (FINISHED WITH
A SCRIBED STRETCHER BOND
BRICKWORK EFFECT) COLOUR TO
MATCH EXISTING BRICKWORK.

WINDOW FENESTRATIONS
SCALE 1:20
All windows manufactured
from aluminium and finished
in white.

ALL EXISTING COMMUNAL
ENTRANCE DOORS AND
BRICK WORK FINISH TO
REMAIN AS EXISTING.

ALL EXISTING DOORS TO REMAIN.

ALL EXISTING DOORS TO REMAIN.

ALL EXISTING DOORS TO REMAIN.
ALL EXISTING DOORS TO REMAIN.

THE EXISTING INTERNAL WINDOW REVEAL
DIMENSION IS TO REMAIN..

FOR EXTERNAL INSULATION PLEASE SEE
ADDITIONAL NOTES.

PROPOSED EXTERNAL INSULATION WITH RENDER
COAT (FINISHED WITH A SCRIBED STRETCHER
BOND  BRICKWORK EFFECT) COLOUR TO MATCH
EXISTING BRICKWORK.

EXTERNAL STAIR TO
REMAIN AS EXISTING.

PRETRUDING WINDOW SILLS REVEALS AND HEADS
TO BE 'CUT BACK' AND INSULATED/RENDERED
OVER.

P2 TAL17.05.12
Render colour finish amended to white at
planners request.

EXTERNAL STAIR
OMITTED FOR

CLARITY


