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NEW SLATE ROOF TO 
MEWS BUILDING

NEW SKYLIGHT TO MEWS

EXTRACT FOR KITCHEN & WCS, 
AND PLANT ROOM IN BASEMENT

TIMBER FRAME WINDOWS

TIMBER FOLDING GARAGE DOORS TO MEWS

TIMBER DOOR TO MEWS

TIMBER CLADDING

BRICK FACADE TO MEWS BUILDING TO 
MATCH NEIGHBOURING BUILDINGS

CANOPY TO FRONT DOOR AS PER 
LIFETIME HOMES REQUIREMENTS

NEW WINDOW OPENINGS ALIGNED WITH 
TRANSOM TO NEIGHBOURING WINDOWS

CONCEALED GUTTER TO SLATE ROOF
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NEW SLATE ROOF TO MEWS BUILDING

LEAD-LINED OPENING

RENDER

NEW SKYLIGHT TO MEWS

EXTRACT FOR KITCHEN & 
WCS, AND PLANT ROOM 
IN BASEMENT

PROPOSED KITCHEN/ DINING

NEW PROPOSED BASEMENT 
SWIMMING POOL AREA

MANSARD SLATE FACADE TO MEWS BUILDING

PROPOSED COURTYARD

34.904

GLAZING

SECTION EE
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MEWS LANE ELEVATION OF PROPOSED MEWS HOUSE
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NEIGHBOURING TERRACE

REVISION A - 25.08.11

MEWS FRONT AND REAR FACADE CHANGED FROM 
SLATE CLADDING TO BRICKWORK
MEWS FRONT FACADE AT GROUND FLOOR CHANGED 
FROM STAINLESS STEEL PANELS TO TIMBER DOOR AND 
CLADDING
WINDOWS TO FRONT FACADE OF MEWS REDUCED IN 
SIZE
CANOPY INTRODUCED OVER FRONT DOOR




