DETAIL ELEVATION 3-3

(PROPOSED)

SCALE 1:5

I [
[ I )
[ I
I R S
[ L _
(I I
Ly
[ I
[ I
2—07 .
6822—AA2—05 | : |
700mm NOMINAL. EXTENT OF TIMBER GLADDING REMOVAL FOR NEW
ROOFING AND LEADWORK. REINSTATE CUADDING AS DETAILED DWG
6822—-AA2—08. NOTE S|TE CHECK REQUIREMENTS RE NON—STANDARD
SUPPORT BATTEN THICKNESS FOR CLADDING ALIGNMENT, AS NOTED
DETAIL [2—07, DWG 6822—AA2—05. (H2(1/110)
6822—AA2—05
1400 NOMINAL
6822—AA2—05
) 600
NEW RAINWATER HEAD NOT | | ]
SHOWN FOR CLARITY '!f _ -t — — — —|— — — — - — UPSTAND TO UNIT 1 BEHIND
i N T&G VERTICAL CLADDING
|
BRICKWORK: SITE DIMENSION ! — [ WELTED CONNECTION TO
! NEW| LEAD END WEATHERING (LEAD UNIT 1) | (E|§'751T%§O'SEAE WEATHERING
REF|6822—AA2—-06 [H}1/125) | ]
NEW LEAD CAPPING TO 343mm THK BRICKWORK |
(LEAD UNIT 3) REF 6822—AA2—06 (H71/135) i |
| I
___________________________________________ _|
// I \\ I_—I__¥ ————————— T T T T T T T T T T T —
Il | I 1 I 1 -
") _ EXISTING LEAD WEATHERING |
—— 2 05 NEW LEAD CAPPING TO 215mm / \ ] : : : : : TO BE RETAINED : : : |
6822—AA2—05 THK BRICKWORK (LEAD UNIT 4) ! <</>>> o
REFER DWG 6822—AA2—06 Il : : : : : : : -
H71/140 [ |
1800 (H71/140) . il | | | EXISTING ROOF CONSTRUCTION BEYOND | | | I :
K|
1] I [ [ [ |
NEW BOE COURSE AND |
\ DPC. SEE DETAIL 2-08, | \ = L L L :I L
DWG 6822—AA2—05 Il o
(F10/110 F30/330) Ll o | N |
S T T
—
\ -
NEW LEAD SADDLE (UNIT 2) || |I
¢ 75 75 REF 6822—AA2-06 |I |
ALIGN FACE OF BRICK LS
RECESS WITH OUTER FACE Lyl
—~— OF ROOF JOIST BEYOND || ||
170 | | |
[
FORM NEW RECESS IN 343mm II L II
THK BRICKWORK FOR ALUMINIUM BOX B
GUTTER I o I
NI
IRt
6822—AA2—05
\ ____________________________________________________________________ :____<—_|—NEW LEAD CAPPING NOTES
' I
| | REF TO DWG 6822-AA2-06 FIGURED DIMENSIONS MUST BE TAKEN IN
| (H71/150) PREFERENCE TO SCALED DIMENSIONS
e I e J S e e e [ — |
T T 1 | CONTRACTORS, SUB—CONTRACTORS AND SUPPLIERS
| | | | MUST VERIFY ALL DIMENSIONS ON SITE BEFORE
I I | | COMMENCING ANY WORK OR MAKING ANY SHOP
I I I I END OF TIMBER BEAM DRAWINGS.
I I I
| | | I THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
| | | | STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS
| | | | AND ALL OTHER RELEVANT INFORMATION. ANY
| DISCREPANCIES ARE TO BE REPORTED TO THE
: : : | ARCHITECTS.
| | FOR WORKS TO TIMBER | | ALL DIMENSIONS AND DETAILS HAVE BEEN TAKEN
| | CLADDING REFER TO DWG | I FROM EXISTING RECORDS. THE CONTRACTOR IS
| | 6822—AA2—08 (H21/110) | I 2—06 REQUIRED TO CHECK DIMENSION AND DETAILS ON
SITE.
: : : : 6822—AA2—05
I I | I
I I | I
|| 1400 | NOMINAL | |
[ [ T T
I I | I
| | | :
I
| | | | TENDER
I I | I
I I | I
| | | 1
-t == ——— = Tt r———f———————————f———————————— T TOP OF SARNAFIL UPSTAND BEHIND 2_08
| I
: : | I 6822—AA2—05
REFER TO DETAIL 2—01(A) | | | i
DWG 6822—AA2-02
| | REFER TO DETAIL 2-02 || NEW LEAD CAPPING TO 343mm NEW BRICK—ON—EDGE COPING - - - -
I | | | THK BRICKWORK (LEAD UNIT 3) COURSE AND DPC. REFER TO
! I REF 6822—AA2—06 (H71/140) DETAIL 2-08 Rev Date Description
— S — / g g =
. | Bickerdike Allen Partners 33
I / I \ 121 Salusbury Road London NW6 6RG
EXISTING SW ROOF DECK. / N\ Tel: (0207) 625 4411 Fax: (0207) 625 0250
ALUMINIUM / e-mail: mail@bickerdikeallen.com
GUTTER 4 NEW LEAD CAPPING TO 215mm 2 — 05 Project
R10/311 THK BRICKWORK (LEAD UNIT 4)
EXISTING CANOPY ROOF JOISTS ( / ) i REF TO DWG 6822—AA2—06 6822—-AA2-05 REMEDIAL WORKS
[ , 1800 38 MILLFIELD LANE, LONDON N6 6JB
7/
____________________________________________________________________ Title
CANOPY ROOF
________________________________________________________________ S — _____________/TL LEAD CLADDING AND FLASHINGS
- f SHEET 4 OF 8
s N DETAIL ELEVATION 4-—4
75 (PROPOSED) Drawn [Checked
SCALE 1:5
NEW LEAD SADDLE (UNIT 2) GJ
REF 6822—AA2—-06 (H71/130) Date [Scale
18/3/09| 1:5




