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NOTES: 

I 

POWDER COATED ALUNINIUM GLAZED 
SCREEN 

6=415MM BRICKWORK PIERS TAM 
UP TO lNo COURSE BELOW INTRADOS. 
PIERS TO BE CONSTRUCTED 
mouoLrrHICALLY WITH FRONT I REAR 
ENCLOSURE 

175fnm THICK GROUND 
BEARINGFLOOR SLAB IN CLASS 30 
CONCRETE REINFORCED WITH INO 
LAYER A252 MESH REINFORCEMENT 
(40inm COVER, 300mm LAPS) ON i000 
GUAGE POLYTHENE OPM ON 50= 
SAND BLINDING ON GRANULAR FILL 
THICKENED AS INDICATED BETWEEN 
DOOR REVEALS 

CLASS 30SR CONCRETE FOUNDATION 
TO INFILL WALLS & PIERS. 

SECTION A-A TYPICAL SECTION THROUGH ARCH INFILL 

E)US`I`INGvU=CT 

ROLLER SHUTTER DOOR 

215mm BRICKWORK ARCH INFILL 

A 252 MESH 

CO 

I 

I 
1. All dimensions must be checked on site and not 
scaled from this drawing. 

2. This drawing is to be read in conjunction with all 
other relevant drawings and the specification. 
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