
WP407WP407

GK545 Dust Plug

CS473

Aluminium Adhesive: SE007

WS022

Use Suitable
Fixings

Use Suitable Fixings
Positioned No Less
Than 100 mm From
Corners And No More
Than 600 mm Apart.
Spacer SHIMS (Frame
Packer) Must Be Used
Between The Frame And
Masonry To Prevent
Profile Distortion.
Perimeter Seal To
Industry Standards.

Ducoflat 80
Glazed In
Ventilator
DF407 24mm
Glazing
DF428 28mm
Glazing (Shown)

Frame Packer

Use Pi977100
Plastic Track
Insert
For Head

WP407 WP407

GK545 Dust Plug

Ø4.2x25mm
Self-Tapping
CSK Screw

Use Suitable
Fixing

GK418

GK544

GK418

Use Suitable
Fixings

CS460/
CS470/
CS480

Frame Packer

Use Suitable Fixings, Positioned No Less Than 100 mm From
Corners And No More Than 600 mm Apart.
Spacer Pacer Shims (Frame Packer) Must Be Used Between
The Frame And Masonry To Prevent Profile Distortion.
Perimeter Seal To Industry Standards.

GK418

GK544

GK418

CS460

CS460

CS452

WS768

GK546

GK416

GK416

SEE
GLAZING
OPTIONS

SEE
GLAZING
OPTIONS

HD470

HD470

Standard Lock Options:(CS460 Only)

LK472XSLF -   3 Point Locking
LK474XSLF -   5 Point Locking

SEE
GLAZING
OPTIONS




