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STAIR 10 STAIR 07

STAIR 09

STAIR 08

WINDWO & WINDOW FRAME
TO BE REMOVED  AND
REPLACED BY LOUVRE.
WINDOW CILL AND BOARD
TO REMAIN

PART OF WINDOW TO BE
REPLACED BY LOUVRE SEE
ELEVATION DRAWING 311

NEW OPENING FOR
DOOR IN ORGINAL WALL

ORIGINAL WALL TO BE
REMOVED TO CREATE
PLANT ROOM. ORIGINAL
TIMBER SKIRTING TO BE
REUSED IN THE PROJECT

X

X

X

X

X

X

X

X

X

X

X

X

NEW OPENING IN ORIGINAL WALL TO BE
CREATED. SEE STRUCTURAL ENGINEERS
DETAILS. NO ORIGINAL FEATURES
SEE ELEVATION 315

ORIGINAL TIMBER
BOARDS FROM TIERS
TO BE CAREFULLY
REMOVED AND
REUSED FOR REPAIRS
IN PROJECT
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ORIGINAL HERINGBONE
TIMBER BLOCK FLOORING TO
BE CAREFULLY REMOVED BY
SKILLED WORKER AND
RELAYED ON SAME FLOOR

OPENINGS TO BE CREATED
IN ORIGINAL WALLS. NO
ORIGINAL SKIRTINGS.

DOOR HEIGHT OPENINGS
TO BE CREATED IN
ORIGINAL WALLS. NO
ORIGINAL SKIRTINGS.

WALLS AND DOORS
TO BE REMOVED. NO
ORIGINAL SKIRTINGS

ORIGINAL WALL AND DOORS TO
BE DEMOLISHED, SEE
PHOTOGRAPHIC DOOR SURVEY
FOR ORIGINAL DOORS

EB21

SERVICE TUNNEL UNDERSERVICE TUNNEL UNDERSERVICE TUNNEL UNDER

OPENINGS TO BE CREATED
IN ORIGINAL WALLS.

ORIGINAL DOOR TO
BE REUSED IN
POSITION 240A

WINDOW &
WINDOW FRAME
TO BE REMOVED
AND REPLACED
BY LOUVRE.
WINDOW CILL AND
BOARD TO
REMAIN

PART OF WINDOW TO BE REPLACED
BY LOUVRE AS PART OF MECHANICAL
VENTILATION STRATEGY, SEE
ELEVATION DRAWING 311

W-LG38-1

WINDOW TO BE
PART REPLACED
BY LOUVRE. SEE
ELEVATION
DRAWING 312

PART OF WINDOW TO BE
REPLACED BY LOUVRE SEE
ELEVATION DRAWING 314
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2

ORIGINAL HERINGBONE
TIMBER BLOCK FLOORING TO
BE CAREFULLY REMOVED BY
SKILLED WORKER AND
RELAYED ON SAME FLOOR

2
2

DEMOLITION

DOOR FRAME AND ARCHITRAVE TO BE
REMOVED
WALLS TO BE REMOVED

SLAB OPENING TO BE CREATED

ORIGINAL WINDOWS INCLUDING CILL AND
WINDOW BOARD TO BE REMOVED. STONE
MASON TO REMOVE PORTLAND STONE AND
BRICKS BELOW WINDOW TO EXTEND OPENING
TO FLOOR LEVEL. TRAVERTINE PANEL TO BE
REMOVED AND REUSED IN PROJECT

X

DOOR TAGS WITH THE PREFIX E REFER TO
PHOTOGRAPHIC DOOR SURVEY 28731-SOAS-
A-REP-XXX-XX-003 AND SCHEDULE FOR REUSE
AND DISPOSAL OF DOORS 28731-SOAS-A-SHL-
GEN-XX-917

REFER TO PHOTOGRAPHIC DEMOLITION
SURVEY 28731-SOAS-A-REP-XXX-XX-004

000

E101

NOTE:
ALL NEW WALL OPENINGS SHOWN ARE ARE TO BE
2100 HIGH UNLESS OTHERWISE STATED. SETTING OUT
DIMENSIONS FOR WALL OPENINGS AND SLAB
OPENINGS ARE TO BE CONFIRMED SUBJECT TO
SUBCONTRACTOR REQUIREMENTS.

PRIOR TO COMMENCENT OF WORKS ON SITE, ALL
MARBLE AND TRAVERTINE RADIATOR PANELS ARE TO
BE CAREFULLY RECORDED, SALVAGED, PROTECTED,
AND TEMPORARILY MOVED TO STORAGE FOR
REINSTATEMENT FOLLOWING THE COMPLETION OF
WORKS. ANY PINNING REPAIRS TO PANELS ARE TO BE
UNDERTAKEN PRIOR TO BEING PLACED IN STORAGE.
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