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8 PILGRIMS LANE - HAMPSTEAD - LONDON NW3

PLANT

80.50
approx

900 trellis

No 10 TERRACE

NO 3 DOWNSHIRE HILL
REAR GARDEN

NO 8 PILGRIMS LANE
REAR GARDEN

side wall of Downshire 
Studios

GARDEN ELEVATION - C1

datum 78.00m above AOD

line of playroom patio

existing 800 high (approx) brick 
wall with 1300 high close 
boarded fence and 900 high 
trellis overcast stone balusters, 

balustrade/handrail, stub columns, 
and facings - joint lines shown

A1-size drawing
1:50

ELEVATION C

NO 10

No 8 CARPORT

existing fixed 
metal grille
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30ft

PROPOSED GARDEN ELEVATIONS C & C(1) 999-AP3-08

8 PILGRIM'S LANE - HAMPSTEAD - LONDON NW3 1SL

1:50 @ A1October 2011

window 
bricked in

datum 78.00m above AOD

glass vent 
removed

pvc canopy removed

stone walling
and balustrade

stainless steel handrail with 
glass balustrade panels

stone paved staircase

new black painted cast iron 
railings, gate, and finials

bracket lamp
relocated

existing vertical 
tile hanging

new window replacing 
glazed door - with matching 
brick rubber arch

GARDEN
STORE

brickwork to match 
existing - stone coping

line of 
family-room patio

DOWNSHIRE HILL
STUDIOS

PILGRIMS
LANE

new bay
window

PLAYROOM PATIO

existing (clay) chimney pots and ornamental 
ridge tiles to be retained where existing, or 
replaced to match

cast stone balusters, 
balustrade/handrail, stub columns, 
and facings - joint lines shown

existing dormer window 
and pediment

80.80

83.86

new window to replacing hallway garden door - with 
matching brick rubber arch

GROUND FLOOR HALL WINDOW - 1:15
ELEVATION

SECTION - 1:15

3-course red rubber brick 
arch to match existing - with 
internal concrete lintol

red facing bricks in english 
bond to pick up existing 
coursing

(white) painted hardwood 
draught-stripped single-glazed 
window with top-hung and 
side-hung sashes - putty fixing 
to panes

recon stone cill

ELEVATION OF TERRACE BALUSTER - 1:10
baluster is in cast recon stone to match material of existing stone 
window/door cills and remainder of terrace balustrade

baluster patter is taken from internal staircase - original ground floor newel post

150

level threshold for wheelchair 
access 
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