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Break out existing tank and concrete
plinth, make good remaining floor

Demolish existing toilet cubicle and rebuilding
in 140mm fair faced concrete  blockwork with

flush joints to receive masonry paint finish

Galvanised Steel framed & Platform with
70º Access Ladder and appropriate
KeyKlamp or similar hand rails

Construct new Plant Room walls in 7.3N/mm2

215x215x440mm Hollow Concrete blocks with a
Hyload or similar DPC below and finished with Flush
Pointed Joints to receive a paint finish internally

Tie new block walls to existing concrete columns
with Crocodile CK2 Stainless Steel Wall Starters

Repair existing concrete block walls and
build up so that top course is level along
length of new Plant Room wall

Remove existing louvred doors and fit new solid
core plywood faced door with hardwood frame
and infill remaining opening with 140mm concrete
block fair faced to receive paint finish

Acoustic Louvre supported on Galv. Steel Box
Section Lintel between existing Concrete Columns

as detailed by the Structural Engineer

Pressed Aluminium Flashing over existing Wall Pressed Aluminium Flashing over existing Wall

Remove existing metal grilles in North
Wall and fit Acoustic Louvre with
215mm hollow block work below

Fire stop new walls to underside of existing structure

Notes:

1.

2.

3.

4.

Clean off and prepare all existing walls and Concrete Plinths within the
existing plant room to receive one coat of Watco or similar approved
Industrial Wall Coating.

Clean down the existing and new block work walls within the new plant
room and prepare to receive one coat of Watco or similar approved
Industrial Wall Coating.

Clean off the floor within the existing Boiler Room and prepare to receive
one coat of Watco or similar approved Anti-Slip Concrete Floor Paint.

Grind off the surface and polish the existing concrete floor within the
new plant room, repair with Watco Concrete or similar approved  Epoxy
Repair Mortar to receive one coat of Watco or similar approved Anti-Slip
Concrete Floor Paint.
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