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Drg. No. 1230 WD 301A

Existing brick pier
covered in 
vegetation to be 
retained
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Existing curved brickwork

Existing tile creasing 
detail with brick on 
edge cap

Existing stone cap

Existing stone band

Existing brick pier
Existing brick pier

existing brick pier

Existing brick pier

Existing curved brickwork
covered in vegetation

Existing tile 
creasing detail 
with brick on 
edge cap

Existing step in 
wall covered in 
vegetation

New 65mm thick 
solid hardwood 
timber pedestrian 
gate with video 
phone entry. 

Paneling detail

Timber to be Iroko or 
similar finished 
natural

New mechanically operated 
80mm solid hardwood timber 
vehicle gate

Cast iron 
detail

Paneling detail

Timber to be Iroko or 
similar with painted finish

65mm frame with 
0.9m wide x 1.9m 
high gate

105mm (80mm visible this 
side) frame with 2no. gates 
1.8m wide x 2.4m high 
reducing to 2.1m.

Timber sections and 
thicknesses subject to 
specialists design and 
architects approval. Weight 
to be confirm by specialist.

Close boarded fence
covered in vegetation 
to be retained

Low brick wall

planter

Sensors

Bottom pivot 
hinge to fully 
concealed 
automatic gate 
closer by ADT

hinges and metal plates 
rebated flush - JOINER 
TO FORM REBATES

Existing stone cap

Existing stone band

TIMBER GATES TO BE IROKO OR SIMILAR 
WITH PAINTED FINISH 

NB.  ALL JOINERY WORK:

- ALL JOINERY SECTIONS TO BE TAKEN FROM THE SOLID

- NO LAMINATION OF TIMBER UNLESS SHOWN ON ROD 
DRAWING AND AGREED WITH ARCHITECT

- ANY JOINTS OTHER THAN THOSE SHOWN ARE TO BE 
SHOWN ON ROD DRAWINGS AND AGREED WITH 
ARCHITECTS

-THIMBER SECTIONS AND THICKNESSES SUBJECT TO 
SPECIALISTS DESIGN AND ARCHITECTS APPROVAL. 
WEIGHT TO BE CONFIRMED BY SPECIALIST.

NO MANUFACTURE OF GATES IS TO BEGIN 
BEFORE THE ARCHITECTS HAVE 
APPROVED THE ROD DRAWINGS IN 
WRITING

Roman type carved into 
stone, see WD 307/02 for 
detail.
Name to be confirmed by 
client

Stone letterplate with 
chamfered slot (300 x 
50 opening) with 
lockable metal liner 
accessed from reverse 
side of pier. See WD 
206

Carved in roman 
type. See WD 
307

NB: BPT to supply a 
template of the gate 
exit 'box' for the 
brickwork to be built 
around

BPT Satin black 
video entry panel 

Stone 

Entrance Gates From Private Road (West)
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Existing curved brickwork

Existing tile creasing 
detail with brick on 
edge cap

Existing stone cap

Existing stone band

Existing brick pier

New 65mm thick 
solid hardwood 
timber pedestrian 
gate with video 
phone entry. 

Paneling detail

Timber to 
be Iroko or 
similar 
finished 
natural

New mechanically operated 
80mm solid hardwood timber 
vehicle gate

Cast 
iron 
detail

Paneling detail

Timber to be Iroko or 
similar with painted finish

65mm frame 
with 0.9m wide 
x 1.9m high 
gate

Sensors

Bottom pivot 
hinge to fully 
concealed 
automatic gate 
closer by ADT

hinges and metal plates 
rebated flush - JOINER 
TO FORM REBATES

Existing stone cap

Existing stone band

Mechanical gear to be hidden 
within the floor and subject to 
approval.

NB: BPT to supply a 
template of the gate exit 
'box' for the brickwork to 
be built around

BPT Satin black exit 
panel 

Stone 

REVISED TENDER

A24/09/14Gate design has changed significantly LMG
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