
100Ø BS416 CAST IRON S&VP FROM ABOVE TO
BELOW.

100Ø BS416 CAST IRON RWP FROM ABOVE TO
BELOW.

110Ø UPVC S&VP TO BELOW SVP OFFSETS BELOW
WORK TOP LEVEL TO RISE TO HIGH LEVEL.

50Ø UPVC WASTE PIPE AT LOW LEVEL.

40Ø UPVC WASTE FROM FOOD MACERATOR.

40Ø SINK WASTE & TRAP WITH 40Ø UPVC WASTE PIPE.

40Ø UPVC TRAPPED APPLIANCE STAND PIPE.

100Ø BS416 CAST IRON S&VP FROM ABOVE TO
BELOW.

100Ø BS416 CAST IRON RWP FROM ABOVE TO
BELOW.

SLOT DRAIN TO ARCHITECT'S DETAIL WITH 100Ø OUTLET.

50Ø RWP FROM GUTTER TO ARCHITECT'S DETAIL.

RWO

110Ø UPVC SVP TO ABOVE FROM HIGH LEVEL.

110Ø UPVC SVP OFFSETS AT HIGH LEVEL.
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1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE
SPECIFICATION FOR PUBLIC HEALTH SERVICES
INSTALLATION AND ALL ASSOCIATED PUBLIC HEALTH
DRAWINGS LISTED THEREIN.

2. ALL PUBLIC HEALTH SERVICES DRAWINGS SHALL BE READ
IN CONJUNCTION WITH ALL ASSOCIATED
ARCHITECTURAL,STRUCTURAL, MECHANICAL AND
ELECTRICAL SERVICES DRAWINGS.

3. THE CONTRACTOR SHALL CHECK AND VERIFY ALL
DIMENSIONS ON SITE PRIOR TO COMMENCING
CONSTRUCTION.
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P1 AUG 14 FOR PLANNING


