
GARAGE GROUND FLOOR
FFL -1.443 (relative level)

GROUND FLOOR of the house
at 5 Chester Terrace
FFL ±0.000

GARAGE GR. FL.
FFL -1.443 (rel.level)
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NOTES
CONTRACTORS MUST VERIFY ALL DIMENSIONS ON

SITE BEFORE COMMENCING ANY WORK OR
SHOP DRAWINGS. FIGURED DIMENSIONS ARE TO BE

USED IN PREFERENCE TO SCALED DIMENSIONS.
IF THIS DRAWING EXCEEDS THE QUANTITIES

TAKEN IN ANY WAY, THE ARCHITECTS ARE TO BE
INFORMED BEFORE THE WORK IS INITIATED.
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PLANNING

John Seifert

5 Chester Terrace

PROPOSED GARAGE
DOOR DETAILS

Regents Park, NW1 4ND
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A3 @ 1:20 ; 1:4

PROPOSED GARAGE DOOR DETAILS

1. PART PLAN, GROUND FLOOR
SCALE 1:10

3. PART ELEVATION, WEST SIDE
SCALE 1:10

2. PART SECTION X-X
SCALE 1:10

DETAIL 'A', SCALE 1:2

DETAIL 'B', SCALE 1:2

DETAIL 'C', SCALE 1:2

New external quality door
to be painted black
(solid timber door, with
vertical tongued
and grooved boards
shown externally)

weatherboard

quadrant cover mould

neoprene gasket
glued into groove

New external quality door
to be painted black
(solid timber door, with
vertical tongued
and grooved boards
shown externally)

neoprene gasket

extruded aluminium
sill screwed to galvanized
steel angle
(or timber insert)

existing floor

damp-proof membrane
insulation

existing paving

steel lintel with insulation
(refer to structural engineer drawings)

steel lintel
(drip provided)

vertical
damp-proof membrane

neoprene gasket
glued into groove

New external quality door
to be painted black
(solid timber door, with
vertical tongued
and grooved boards
shown externally)

head, european
redwood

jamb, european
redwood

existing wall

quadrant cover mould

plasteerboard ceiling

mastic pointing
(or weather resistant
silicone sealant, permanently
elastic)

mastic pointing
(or weather resistant
silicone sealant, permanently
elastic)
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