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HAMPSTEAD HEATH PONDS PROJECT
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NOTES

NOTE 1.
THE LOCATIONS AND TYPE OF TREE PROTECTIVE FENCING SHALL BE CONFIRMED ON
SITE WITH THE SUPERVISING ARBORICULTURIST.

NOTE 2.
ALL RPAS OF RETAINED TREES AND GROUPS OF TREES SHALL BE PROTECTED BY
TEMPORARY GROUND PROTECTION WHERE PLANT HAS TO PASS OVER THESE
AREAS TO PROVIDED CONSTRUCTION ACCESS. WHERE INSTRUCTED ON SITE BY THE
SUPERVISING ARBORICULTURIST TEMPORARY GROUND PROTECTION CAN BE LAID
OVER THE TOP OF COPPICED TREES AND SHRUBS.

NOTE 3.
THE NO-DIG CONSTRUCTION CROSS SECTION FOR PATHWAYS IS PROVIDED ON
DRAWING NUMBER 5117039-ATK-ZZ-ZZ-DR-L-7500 P1. IT IS TO BE NOTED THAT THE
AREAS OF NO-DIG CONSTRUCTION FOR ACCESS ROUTES RELATE SOLELY TO AREAS
WHERE THE ROUTES TRAVERSE OVER RPAS OF RETAINED TREES. OUTSIDE OF THESE
AREAS THE CONTRACTOR CAN FOLLOW THE STANDARD SPECIFICATION FOR THE
ACCESS ROADS. 

NOTE 4.
WHERE TREES ARE TO BE RETAINED WITHIN SPILLWAYS THE INSTALLATION OF THE
REINFORCED TURF SHALL BE UNDERTAKEN IN ACCORDANCE WITH THE
SPECIFICATION WITHIN THE AMS WHERE THE WORKS ARE UNDERTAKEN WITHIN
THE RPAS OF RETAINED TREES.

NOTE 5.
WHERE THE PONDS ARE TO RECEIVE PRE-GROWN TURF ON SPILLWAYS AROUND
TREES THE WORKS SHALL BE SHALL BE UNDERTAKEN IN ACCORDANCE WITH THE
SPECIFICATION WITHIN THE AMS WHERE THE WORKS ARE UNDERTAKEN WITHIN
THE RPAS OF RETAINED TREES.

NOTE 6.
WHERE THE REINFORCED EARTH BUNDS ARE TO BE INSTALLED IN THE RPAS OF
RETAINED TREES THE WORKS SHALL BE SHALL BE UNDERTAKEN IN ACCORDANCE
WITH THE SPECIFICATION WITHIN THE AMS.

NOTE 7.
FOR TREE WORKS SCHEDULE SEE ARBORICULTURAL METHOD STATEMENT




