
By Checked By Checked NotesRev ReasonDate DateRev Reason

C
o
n
ra

n
2
4
7
8
 D

&
D
 G

e
rm

a
n
 G

y
m

n
a
s
iu

m
1
8
/0

2
/2

0
1
5

T
:\
2
4
7
8
 D

&
D
 G

e
rm

a
n
 G

y
m

n
a
s
iu

m
\0

2
-S

h
e
e
ts
\S

e
ri
e
s
\(
P

L
) 
P
la

n
n
in

g
\2

4
7
8
(P

L
)0

3
1
_
T
y
p
ic
a
l 

W
a
ll
 P

a
n
e
ll
in

g
 D

e
ta
il
s
.d

g
n

Client: 

Project: 

Project number:

Status: 

Rev:

Email

Telephone

cp@conran.com

London SE1 2YU

LONDON OFFICE

22 Shad Thames,

Conran Building,

+44 (0) 20 7403 8899

All dimensions must be checked on site and not scaled from this drawing.      © Conran and Partners Limited

Drawn by: 

Checked by: 

Drawing title: 

Date: 

Drawing No: 

Scale 1:

D&D German Gymnasium

2478

D&D London

All elements of interior design, kitchen layout, bar design, signage/graphics and services

design are indicative and subject to revisions at the time of fit-out design. CSW
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TYPICAL EAST WALL PANEL DETAIL
4
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Ground/First Floor Floor Wall Panelling
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First Floor Floor Wall PanellingGround Floor Floor Wall Panelling

TYPICAL SKIRTING DETAIL

TYPICAL HEAD DETAIL
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Ground Floor Wall Panelling

TYPICAL SECTION
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1:5EAST AND SOUTH WALL PLAN DETAIL
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to lighting consultant's specification

Integrated LED strip lighting detail. Refer 

manufacturer

detail to be developed with specialist 

wood lipping to all exposed edges. Panelling 

Timber veneer on engineered board with hard 

K13/120A

elevation only

5mm brass inlay to wall panelling to East 

K13/135B

manufacturer

detail to be developed with specialist 

wood lipping to all exposed edges. Panelling 

Timber veneer on engineered board with hard 

K13/120A

elevation only

5mm brass inlay to wall panelling to East 

K13/135B

5

5

1
0
0

1
0

7
5

1
2
5

5

7
5

3
5

5

1
2
5

5

to lighting consultant's specification

Integrated LED strip lighting detail. Refer 

manufacturer

detail to be developed with specialist 

wood lipping to all exposed edges. Panelling 

Timber veneer on engineered board with hard 

K13/120A

5mm shadowgaps between each panel

K13/120A

7
5

Marble skirting

M40/115D

Marble skirting

M40/115D

Mitred joints to all corners

Solid timber frame to create upstand in panelling. 

K21/151A

panelling. Mitred joints to all corners

Solid timber frame to create upstand in 

K21/151A

manufacturer

detail to be developed with specialist 

wood lipping to all exposed edges. Panelling 

Timber veneer on engineered board with hard 

K13/120A

5

Existing external door

panelling. Mitred joints to all corners

Solid timber frame to create upstand in 

K21/151A

manufacturer

be developed with specialist 

exposed edges. Panelling detail to 

board with hard wood lipping to all 

Timber veneer on engineered 

K13/120A

75

5

125

5

Solid timber skirting

P20/120A

panelling. Mitred joints to all corners

Solid timber frame to create upstand in 

K21/151A
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5

joints to all corners

Solid timber frame to create worktop. Mitred 

K21/151A

310

7
5
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locations to be approved by C&P

consultant's detail and specification. Final 

skirting as necessary. Refer to M&E 

Black flangeless grilles integrated into 

specialist manufacturer

Panelling detail to be developed with 

hard wood lipping to all exposed edges. 

Timber veneer on engineered board with 

K13/120A

locations to be approved by C&P

consultant's detail and specification. Final 

into top as necessary. Refer to M&E 

Black fringeless grilles to be integrated 

panelling. Mitred joints to all corners

Solid timber frame to create upstand in 

K21/151A
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Typical Wall Panelling Details

TYPICAL WALL PANEL SECTION

Ground Floor Floor Wall Panelling

Ground Floor Wall Panelling

Existing external walls

M60/110A

on site.

detail. Dimensions TBC 

out to existing door 

allow panelling to come 

Build up variable to 

Paint finish within shadowgap

M60/110H

3mm grout as required 3mm sealant as required

Paint finish within shadowgap

M60/110H

Planning 

18.02.14 Planning application CSW

18.02.14

5

4

Structural design by contractor.

Dashed line indicates indicative structure. 

M&E consultant's specification.

M&E equipment to be housed within. Refer to 




