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double glazed

window  with with

aluminum frame,

colour RAL 7016

Anthracite grey,

satin finish

operable timber shutter

outside colour RAL 7016

Anthracite grey, satin

finish. In side colour

British Standard

4800/525206 D 43 Mid

tan / Kalahari /

Cinnamon, satin finish

timber boarding,

colour RAL 7016

Anthracite grey

timber boarding,

colour RAL 7016

Anthracite grey

200mm steel

channel painted

colour RAL 7016

Anthracite grey,

satin finish

200 200 200 200

800

timber frame to

structural

engineers detaila

double glazed

window  with with

aluminum frame,

colour RAL 7016

Anthracite grey,

satin finish

operable timber

shutter outside

colour RAL 7016

Anthracite grey,

satin finish. In

side colour British

Standard

4800/525206 D

43 Mid tan /

Kalahari /

Cinnamon, satin

finish

timber boarding,

colour RAL 7016

Anthracite grey

timber boarding,

colour RAL 7016

Anthracite grey

 single glazed window

with spandrel glass paint

on back, colour RAL

7016 Anthracite grey,

satin finish

200mm steel

channel painted

colour RAL 7016

Anthracite grey,

satin finish
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 single glazed window

with spandrel glass

paint on back, colour

RAL 7016 Anthracite

grey, satin finish

 12.5mm foil backed plasterboard

10mm plywood

150mm insulation

10mm marine

quality plywood

operable timber shutter

outside colour RAL 7016

Anthracite grey, satin finish. In

side colour British Standard

4800/525206 D 43 Mid tan /

Kalahari / Cinnamon, satin

finish

timber boarding,

colour RAL 7016

Anthracite grey

2
0

0
2

0
0

double glazed window

with with aluminum

frame, colour RAL 7016

Anthracite grey, satin

finish

operable timber shutter

outside colour RAL 7016

Anthracite grey, satin finish. In

side colour British Standard

4800/525206 D 43 Mid tan /

Kalahari / Cinnamon, satin

finish

timber boarding,

colour RAL 7016

Anthracite grey

 12.5mm foil backed plasterboard

10mm plywood

150mm insulation

10mm marine

quality plywood

600

rigid insulation &

 sound reduction

underfloor heating layer

isolation/slip membrane

timber flooring

double glazed

window

operable timber shutter outside

colour RAL 7016 Anthracite grey,

satin finish. In side colour British

Standard 4800/525206 D 43 Mid

tan / Kalahari / Cinnamon, satin

finish

timber frame to

structural

engineers details

150mm insulation

50mm void

10mm marine

quality plywood

breathable

membrane

timber boarding,

colour RAL 7016

Anthracite grey

25mm battens

200mm steel channel

painted colour RAL

7016 Anthracite grey,

satin finish

aluminium window

frame     colour RAL

7016 Anthracite

grey, satin finish

100mm rigid insulation &

 sound reduction

underfloor heating layer

Existing concrete structure

isolation/slip membrane

timber flooring

100mm rigid insulation

single ply sheet waterproofing

timber decking to walkable areas

 single glazed window  with

spandrel glass paint on

back, colour RAL 7016

Anthracite grey, satin finish

 12.5mm foil backed

plasterboard

10mm plywood

timber frame to

structural

engineers detaila

150mm insulation

10mm marine

quality plywood

600

timber frame to

structural

engineers details

150mm insulation

50mm void

10mm marine

quality plywood

breathable

membrane

timber boarding,

colour RAL 7016

Anthracite grey

25mm battens

200mm steel channel

painted colour RAL

7016 Anthracite grey,

satin finish

aluminium window

frame     colour RAL

7016 Anthracite

grey, satin finish

operable timber shutter outside

colour RAL 7016 Anthracite grey,

satin finish. In side colour British

Standard 4800/525206 D 43 Mid

tan / Kalahari / Cinnamon, satin

finish

2
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0
2

0
0

York Global LTD

Office for Architectural Culture
Architecture |  Master Plan | Urban Design | Environment|

Interiors | Product | Performing Arts Design

Southbank House, Black Prince Road, London SE1 7SJ,
United Kingdom

REGISTERED IN ENGLAND & WALES  OFFICE FOR ARCHITECTURAL CULTURE LTD  NO 7600693

26 Argyle Square

London WC1H 8AP

  1 : 10 @ A1 1310-D-016a09/04/15

 © 2015 Office for Architectural Culture - All Rights Reserved.

NEW WINDOWS 26 A
Types G - H




