Condition 2 (a)
Details of all external materials and finishes (excluding brickwork). 

Enclosed are drawings and photos to illustrate locations of pre-cast cladding, metal balustrades, metal balconies, windows and sliding patio style doors, boarded soffits, curtain walling/louvres and solid metal panels to ground and first floors.  

The materials used are the same as viewed on most recently at the P1 site but lately by Mr Jarvis of Camden Planning dept in May 2014.

We have tried to illustrate through a range of photos and drawings listed below all the key façade elements.

Drawings enclosed are:-.

David Morley Associates 

476 - 1 - 130 – H -  Courtyard east elevation.

476 - 1 - 131 – G - Courtyard south elevation.

476 - 1 - 132 – H  - Courtyard west elevation.

476 - 1 - 133 - H  -  Courtyard north elevation.

476 - 1 - 140 - H  -  North elevation.

476  -1 - 141 – H -  East elevation.

476 - 1 - 142 – I  -   South elevation.

476 - 1 - 143 – I  -   West elevation.

Photos

Photo 01 - Steel balcony to courtyard showing typical framing, balustrade, handrail capping and soffits.
Photo 02 - Sample panel of powder coated metal (RAL 7008) used on balustrade handrails to balconies, terraces, Juliette balustrades and balcony soffits.
Photo 03 - Sample panel of anodised Anoloc 543 used on ground floor louvres, solid metal panels and doors.

Photo 04 - Sample panel of pre cast concrete façade cladding panel (showing textured panel as located on attached elevations)

Photo 05 -  Courtyard elevation north elevation showing pre cast concrete (with plain and textured panels)
Photo 06 – Courtyard typical pre cast cladding panels.

Photo 07 – Typical arrangement of brick and concrete sample cladding panels.

Photo 08 -  East elevation brickwork and concrete cladding panels.

Photo 09 -  East elevation recessed balcony. This is typical of recessed balconies on all outer facing elevations.

Photo 10 – Typical cantilevered metal balcony in courtyard (see also photo 01)

Photo 11 -  Ground floor curtain walling within school playground. This is typical of ground and first floor curtain walling to all elevations. Colour is RAL 7021 (dark grey). RAL 7021 dark grey is also the colour used to all windows and sliding doors throughout the development.
Photo 12 – Balau hardwood decking (used on all external terraces and balconies)  

