NEUFFER PVCu/Aluminium window specification:
TwinSet ENERGETO 8000ED

· Windows made in Germany.

· Using innovative adhesion technology.

· Ultradur® High Speed strengthening.

· Unique PHDS-Technology (Precision High Pressure Insulation Foaming).

· With conventional glazing, 6 chamber-system with aluminium facing, 90mm installation depth.

· Frame available with width 82mm.

· 90mm Installation depth for increased insulation cavity.

· Central seal system on 3 levels in papyrus white for white windows, black for décor windows.

· Thermal insulation possible up to Uw 0.60 W/m2K (reference 1230x1480mm).

· Max. glass strength 46mm.

· Sound insulation Rw ≤ 41dB.

· activPilot fittings, for functionality and ergonomics
· Basic safety fittings with two locking plates secured by two mushroom-headed bolts.

· Design: white inner PVC profile. Outer covering weather proof, hard-wearing metal facing in wide variety of colours.

· Extremely storm proof by using PVC materials with modern additive-technology.

· Weather resistant using extruded sealant.

· Lead, cadmium and barium free plastic profiles.

· Concealed weep holes.

· TwinSet 8000E (without PHDS).

· Additional foam chambers, own PHDS technology.

· Safety class WK ll (RC2).

· ActivPilot Select, covered corner and shear hinging.

· ActivPilot Comfort, parallel disconnection.

· High-Control = magnetic contact for electronic monitoring.





