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435-PA.11

PROPOSED
FRONT ELEVATION

SETTING OUT

APPLICATION SITE: 22-26 HATTON WALLNo. 28 No .18-20 HATTON WALL
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18.410 EXI LG FFL HW

19.270 EXI EAST YARD

10.000 DATUM

21.160 PROP Grd FFL HW

17.700 PROP LG FFL HW

24.620 PROP 1st FFL HW

27.880 PROP 2nd FFL HW

31.040 PROP 3rd FFL HW

PROP 3rd PARAPET HW
31.993 

PROP 4th PARAPET HW
34.515 

PROP ROOF
40.490

PROP 5th PARAPET HW
37.650 PROP 5th FFL HW

37.190

PROP 4thFFL HW
34.165

PROP 5th CHT

PROP 4th CHT

PROP 3RD CHT

New frameless glazing to be installed
within existing structural opening.

Frameless glazing used in instances
where window openings do not align with
proposed floor plates.  Glass will be back

painted to obscure floor build-up.

Window opening enlarged to increase 
natural daylighting and ventilation into the 
lower ground floor, whilst aligning with 
openings above

Perferated copper privacy
screen to match cladding

Glazed bi-fold doors to be
installed within copper facade.

All openings to align with
regular cladding module

Glass balustrade set back
from copper clad parapet

Louvred acoustic screen

Overhanging roof of no. 18 
Hatton Wall to be cut back 
to the boundary line

Existing brick parapet to be raised to
align with no. 18 Hatton Wall.

New brickwork to match existing

New level access doorway 
into B1c units  

Existing timber balcony and iron 
guard rail to be retained

Existing iron guard rail to 
be retained

Lintels to be removed and 
replaced like-for-like, only 
in instaces where existing 
is not structurally sound
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PROPOSED
REAR ELEVATION

SETTING OUT

Bo
un

da
ry

 L
in

e

Bo
un

da
ry

 L
in

e

APPLICATION SITE: 22-26 HATTON WALLNo. 58d HATTON GARDEN No. 98-100 LEATHER LANE

LEATHER LANE

18.410 EXI LG FFL HW

19.270 EXI EAST YARD

10.000 DATUM

21.160 PROP Grd FFL HW

17.700 PROP LG FFL HW

24.620 PROP 1st FFL HW

27.880 PROP 2nd FFL HW

31.040 PROP 3rd FFL HW

PROP 3rd PARAPET HW
31.993 

PROP 4th PARAPET HW
34.515 

PROP ROOF
40.490

PROP 5th PARAPET HW
37.650 PROP 5th FFL HW

37.190

PROP 4thFFL HW
34.165

PROP 5th CHT

PROP 4th CHT

PROP 3RD CHT

New cavity wall with
exposed brickwork

internally and extenally

New Crittall style windows
to be installed throughout

courtyard elevations

Large-pane glazing to 
be installed within 
copper cladding.  All 
openings to align with 
regular cladding module

Clear Glass

Copper cladding to form
1100mm balustrade

Louvred acoustic screen

Obscured Glass

Obscured Glass

Oscured Glass

Oscured Glass
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435-PA.13

PROPOSED
EAST ELEVATION

SETTING OUT

No. 18

NORTH YARD

HATTON WALL

New glazed commercial 
entrance with partial copper 
facade and green roof

New Crittall style windows 
to be installed throughout 
courtyard elevations

Large-pane glazing to be installed 
within copper cladding.  All 
openings to align with regular 
cladding module

Perferated copper privacy
screen to match cladding

Louvred acoustic screen

Two-tier bike store with copper  clad 
roof to house 80 cycles.
13 spaces for new-build residential, 
50 spaces for new build B1,
17 spaces for existing residential 
units at no.18&20 

18.410 EXI LG FFL HW

19.270 EXI EAST YARD

10.000 DATUM

21.160 PROP Grd FFL HW

17.700 PROP LG FFL HW

24.620 PROP 1st FFL HW

27.880 PROP 2nd FFL HW

31.040 PROP 3rd FFL HW

PROP 3rd PARAPET HW
31.993 

PROP 4th PARAPET HW
34.515 

PROP ROOF
40.490

PROP 5th PARAPET HW
37.650 PROP 5th FFL HW

37.190

PROP 4thFFL HW
34.165

PROP 5th CHT

PROP 4th CHT

PROP 3RD CHT

Frameless glass protrusion with level floor
extensing from bedroom. Pane overlooking
courtyard to be transparent.  Galzed panel

overlooking 18 Hatton Wall to be obscured glass.
Angle of projection altered from previous planning

drawings in order to prevent overlooking
18 Hatton Wall

Copper screening to obsure 
overlooking 18 Hatton Wall

C

Copper screening to obsure 
overlooking 18 Hatton Wall
Minimum height 1800mm

Obscured glazing to
prevent overlooking 18

Hatton Wall

Obscured glazing to
prevent overlooking 18

Hatton Wall

Obscured glazing to
prevent overlooking 18

Hatton Wall

Obscured glazing to prevent 
overlooking 18 Hatton Wall
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435-PA.14

PROPOSED
WEST ELEVATION

SETTING OUT

No. 31

NORTH YARD HATTON WALL
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Approximate Roof Level

Glazed bi-fold doors to be
installed within copper facade.

All openings to align with
regular cladding module

Frameless glass protrusion with level floor
extensing from bedroom. Large pane

overlooking courtyard to be transparent.
Smaller galzed panel overlooking 18 Hatton

Wall to be obscured glass.

Louvred acoustic screen

New Crittall style windows to be 
installed within existing structural 
openings.

Existing glazed tiles to be removed and 
wall to be rendered white

18.410 EXI LG FFL HW

19.270 EXI EAST YARD

10.000 DATUM

21.160 PROP Grd FFL HW

17.700 PROP LG FFL HW

24.620 PROP 1st FFL HW

27.880 PROP 2nd FFL HW

31.040 PROP 3rd FFL HW

PROP 3rd PARAPET HW
31.993 

PROP 4th PARAPET HW
34.515 

PROP ROOF
40.490

PROP 5th PARAPET HW
37.650 PROP 5th FFL HW

37.190

PROP 4thFFL HW
34.165

PROP 5th CHT

PROP 4th CHT

PROP 3RD CHT
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