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Notes

Information contained within this drawing is the sole copyright of HDDA Ltd. and is not 
to be reproduced without express permission. No implied licence exists. This drawing 
not to be used for land transfer or valuation purposes. Do not scale from this drawing. 
All dimensions & levels are to be checked on site by the contractor. Issued for purposes 
indicated only. Drawing errors and omissions to be reported to the architect.
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PLANNING

Detail B
Flower motif - first floor chapel window corniceB

Detail A
Architrave moulding - first floor chapel windowAA

B

B

Photo 01
Existing Entrance

Photo 02
Waldorf Hotel Entrance

1. Drawing shows design intent only by HD.

2. Detailed canopy design by specialist.

3. Structural integration and interactions to be designed 
and coordinated by the specialist, structural engineer
and coordinated with shopfront specialist.

4. All dims are approximate and need to be checked and 
confirmed on site.

5. Light fittings, type, location and specification to be 
designed by lihgting specialist.

6. Text content, type, logo, colour and any additional 
requirements to be designed and coordinated by 
branding specialist.

Detail C
Proposed wall lantern with integrated mini spot lights, 
kept at low light level

C

C C

C1 Issued for Construction 
(text above the canopy removed)

16/10/15

P1 Issued for planning01/12/15




