
Bollards

Planter

Planter

Planter

Planter

SUBSTATION

Basement
Plant

SUBSTATION

3
6
6
0

4
5
1
0

2
1
0
0

4040

4
7

1
5

Planter

Transformer
Substation

GIA 15.4m²
GEA 19m²

3
3

3
1

Brown Roof

Planter

H

J

K

L

B

e

l

s

i

z

e

 

R

o

a

d

A

b

b

e

y

 

R

o

a

d

P

r

i
o

r

y

 
T

e

r

r

a

c

e

M

e

w

s

 
H

o

u

s

e

s

\ 14.08.15 ISSUED FOR PLANNING
EA TP

drawing title

project job no.

drawing number revision

drawn audited scale date

E:\12_510-3 ABBEY AREA REGENERATION\000_OUT\2015_08_14 PLANNING ISSUE\510-3_PL_SS_100.DWG

drawing status

rev date description
drawn audited

-

PLANNING

12-510-3

ABBEY ROAD REDEVELOPMENT

London NW6

510-3_PL_SS_100

Substation

Plans, Sections & Elevations
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BRICKWORK (TYPE TO BE AGREED)

A - TYPE 1- STRETCHER BOND, to match brickwork from Abbey Area Phase 3 

development

OPENINGS

B - Louvered Doors/openings, Steel louvers with powder coated finish to meet M.E

specification and UKPN approval. Free ventilation area again required to meet

M.E specification and UKPN approval. Colour TBC

DRAINAGE

C - RAINWATER GOODS: Alumasc aqualine or similar box gutter and circular 

downpipes PPC coated. Colour TBC

Note:

To SE Details  and in accordance with UKPN drawing reference

EDS 07-0102.06 Version D, submitted to support this application.




