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2332

ASNTDraft Tender Issue22.05.12-

GA PROPOSED PLANS

GROUND FLOOR

100@A1

ASTGTender Issue01.06.12A

ASPGBuilding Control Submission27.07.12B

NENTSTAGE D DRAFT03.08.12C

ASNTFOR INFORMATION23.08.12D

TO (25) SERIES DRAWINGS

FOR GROUND FLOOR FACADE REFER 

N

NENTSTAGE D31.08.12E

NEPGSTAGE D ADDENDUM23.11.12F

Lift notation

Grd Floor reception desk added

ASNTFOR INFORMATION28.01.13G

Post room added

Revolving door removed

GROUND FLOOR PLAN
1

1:100

CROSSRAIL PAVILIONCROSSRAIL PAVILION

3
SHAFT 

LIFT 

PROPOSED

Outline of Bridge Link overhead

aluminium fenestration. 
External facade with black anodised 

aluminium fenestration.
External facade with dark anodised 

SHAFT
FIGHTING 

FIRE 

SHAFT 1
LIFT 

door either side
New glazed revolving entrance doors with pass 

1

beam - refer to M+E details
integrated with staircase spine 
displacement intake to be 
Low level low velocity air 
treads. 
levels.  Same finish as existing 
treads added to match proposed 
staircase new first and second 
Relocated external western 

M+E details
with staircase spine beam - refer to 
displacement intake to be integrated 
Low level low velocity air 
Same finish as existing treads.
added to match proposed levels.  
with new first and second treads 
Relocated external eastern staircase 

NORTH CORE

RISER

firefighting access to basement
New door for furniture deliveries and 

SHAFT 2
LIFT 

ROOM
POST 

displacement intake - refer to M+E details
Post Room with integrated low velocity air 

L00 R-04

L00 R-05

L00 R-06

L00 R-08

L00 D04

L00 D05

L00 D07

L00 D01

Mosaic tiled bench to match existing

SHAFT 5
LIFT 

6
SHAFT 

LIFT 

SHAFT 4
LIFT 

L00 R-07

SHAFT
FIGHTING 

FIRE 

SOUTH CORE

L00 R-01

L00 D03

L00 R-02

RISER RECEPTION

FFL +25.310m
ENTRANCE LOBBY
GROUND FLOOR

FFL +25.310m
ENTRANCE LOBBY
GROUND FLOOR

L00 R-03

APRIL 2013

STAGE E

NENTSTAGE E30.04.13H

aluminium fenestration.
External facade with black anodised 

NEPGStage E24.05.13I

Grid dimensions added

Wet riser cabinet 

match original finish. - Refer to SE details
adjusted mezzanine slab and made good to 
Mosaic tiled structural pier, trimmed to suit 
 

ROOM
POST 

ASNPReception area relocated14.10.13J

SW+NW granite rainscreen amended

Lift lobby doors omitted

L00 D02

ASNTL00 D02 Door No. added17.10.13K

L00 R-09

ASPGCentral Handrail added16.12.13L

1

(25)506

1

(24)045

as 2332(72)006
Mosaic tiled bench to match existing 

Existing stair from basement

1

(25)750

Existing stair from basement 

Purpose made to integrate access control as 2332(25)536
Automatic door control panel and Reception interface. 

/005
(72)002/003

ASNTReferences added 31.03.14M

refer to M+E details
Riser cupboard and air displacement terminal - 

refer to M+E details
displacement terminal - 
Riser cupboard and air 

ASNTPost rooms updated 30.04.14N

ASNTGrid Line 16A added 20.10.14O
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