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(25)521

(25)522

(25)523

CORE WINDOW SECTION

CORE WINDOW PLAN AT GROUND LEVELCORE WINDOW PLAN AT MEZZANINE LEVEL

CORE WINDOW ELEVATION 1:50

1:50 1:50

1:50

50mm Silver anodised aluminium frame profile

window schedule

assembly refer to Wintech's specification and 

For performance specification of whole glazing 

Double glazed unit

Dark tinted glazing

Existing black stone cill retained

window schedule

assembly refer to Wintech's specification and 

For performance specification of whole glazing 

Double glazed unit

The cladding configuration shown is based on structural dimensions taken from the original design drawings.

Structural dimensions are subject to confirmation by site survey.

03.08.12 Stage D Draft TG AS

31.08.12 STAGE D PG AS
Ground Floor and Mezzanine Details

End Bay Window

1:50@A3 August 2012 TG

(25)520

STAGE E AS

shadow gap detail to granite panel

profile (with bespoke capping) with existing 

50mm Silver anodised aluminium transom 

shadow gap detail to granite panel

profile (with bespoke capping) with existing 

50mm Silver anodised aluminium transom 

profile with bespoke capping

50mm Silver anodised aluminium transom 

Existing black stone cill retained
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AOV to provide 2.25m² free geometric area

New granite panel to match existing

For floor floor finish refer to drawing (43)119
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30.04.13 Stage E PG AS
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For floor build up details refer to drawing series (43) Floor Finishes 
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21.11.13 AOV Guarding added to drawing PG AS

31.03.14 Floor build up updated NT AS




