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PROPOSED SECTION AA
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CHANGE OF USE FROM A SHOP TO
A FLAT
71 FALKLAND ROAD, LONDON NW5 2XB
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New cavity wall with brickwork exterior 
to match existing, insulation in cavity, 
blockwork interior with 12.7mm British 
Gypsum plasterboard dry lining finish. 
Cavity reveals to Building Regulations 
14, C2, L1A.

One layer of 12.5mm BG Gyproc 
Soundbloc to each side. Boards to be 
taper edged, tape and jointed - all to 
achieve half hour fire resistance.

Two layers of 12.5mm BG Gyproc
Soundbloc each side with 50mm 
Isowool 1200 cavity insulation. 
Boards to be taper edged, tape and 
jointed all installed to manufacturers 
recommendations. 

Window Number
Door Number

Half hour fire/smoke   
resistant standard

FD30S

New brickwork.

FD30S
D13

NOTE

All new timber framed windows to be
double glazed and painted white.
All new external doors to be in timber.

NOTE
ALL WORK TO BE IN ACCORDANCE WITH CURRENT
BUILDING REGULATIONS, HEALTH & SAFETY,
BRITISH STANDARDS, I.E.E. WIRING REGULATIONS
AND CDM REGULATIONS .

D17 D16

new fundations
to be as per structural

engineer's  details
and specification

floor to be levelled -
new floor to be 
insulated as per 
current Building 
Regulations nad to 
be as per structural 
engineer's details 
and specification.

new bay window to 
match existing no. 69 
- with white painted 
timber windows, 
painted white stone 
windows cills, lead 
roof & painted white 
rendered brick walls




