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6 No. 120 x 60 mm Stainless
Steel Posts

Line of Proposed Stainless
Steel Canopy
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MEZZANINE COORIDOR / BALCONY
 

Hollow Section Steel Tubes
 Powder Coated to Match Listed Balustrade

Stainless Steel Canopy

Supply Spigots & Ducts, Powder Coated to Match
Listed Balustrade

Stainless Steel Canopy

Supply Spigots & Ducts, Powder
Coated to Match Listed Balustrade

Hollow Section Steel Tubes
 Powder Coated to Match Listed Balustrade

Line of Downstand

SECTION A

A

B

OPEN TO GROUND FLOOR

Existing Steel Beam

120 x 60mm Stainless 
Steel Post

400 x 200 x 6mm Stainles 
Steel Plate w/ 4 no. 6mm 
Coach Screws

2 2

400 x 200 x 6mm Stainles 
Steel Plate w/ 4 no. 6mm 
Coach Screws

Existing Steel Beam

Raised Floor Tile

120 x 60mm Stainless Steel Post

Existing Plywood

Existing Plywood
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Supply Spigots & Ducts, Powder
Coated to Match Listed Balustrade

Hollow Section Steel Tubes
 Powder Coated to Match Listed Balustrade

Stainless Steel Canopy

120 x 60 mm Stainless Steel Posts

SECTION B

General Notes
1. Drawings based on Cadplan survey dated 

07/05/15
2. All dimensions to be checked on site
3. To be read in conjuction w/ Sturctural & 

other consultant's information
4. Do not scale from these drawings
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120 x 80 mm Hollow Section Steel 
Tube w/ 400 x 200 x 6mm Stainless 
Steel Plates w/ 2 no. 12 dia. 
Rawl R-kem Anchors 

Existing Wall

120 x 60mm Stainless Steel Post

80 x 60mm Hollow Section Steel Tube

DETAILS  SCALE: 1:10 @ A1, 1:20 @ A3
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Existing Wall

120 x 60mm Stainless Steel Post

400 x 200 x 6mm Stainless Steel 
Plates w/4 no. 6mm Coach 
Screws

Joists Doubled up & Bolted

Existing Wall

Raised Floor Tile

120 x 60mm Stainless Steel Post

400 x 200 x 6mm Stainless 
Steel Plates w/4 no. 6mm 
Coach Screws

Floor Joist
Existing Plywood 

4 no. 225 x 50mm Noggins 
Below Plate
Bolting

1 2 3

4 5

MEZZANINE FLOOR PLAN
0 1 5 10

A1 1:50, A3 1:100 U.O.N.

Stainless Steel Clad Stud Partitioning

Stainless Steel Clad Stud Partitioning

120 x 60 mm Stainless Steel Posts

Stainless Steel Clad  Stud Partitioning


