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Issue DescriptionDrawnChkd Date

F31/109A New brick and stucco 
dormer surrounds to match existing 
.See detailed drawings

F31/108B New precast concrete 
balsutrades to match existing. 
See detailed drawings

F31/108A New precast concrete 
cornice to match existing. See 
detailed drawings

F10/110 New Masonary wall.
F31/107B Pre-cast concrete 
surrounds to 2nd floor windows.
F31/106B Pre-Cast concrete cills  
to match existing.See detailed 
drawings

New timber cornice to all 
shopfronts as per architects 
details 

N E W     F A C A D E 

F31/107A Pre-cast concrete 
surrounds to 1st. floor windows.
F31/106A Pre-Cast concrete cills 
to match existing.See detailed 
drawings

S O U T H    E L E V A T I O N

 F31/109A pre-cast
concrete surroundand
pediment. All to match

existing .

F31/108B Pre-cast
concrete balsutrades to

match existing. See
detailed drawings

F31/108A Pre-cast
concrete cornice to
match remainder of

facade. Current cornice
varies .See detailed

drawings

New timber cornice to
all shopfronts as per

architects details

N E W     F A C A D E 

F31/110A Pre-cast
concrete coping to

parapet wall.

283 Pentonville road to
be rebuilt and extended
with all details to match

existing

F10/110 New Masonry
wall.

F31/107A Pre-cast
concrete surrounds to

1st. floor windows.
F31/106A Pre-Cast

concrete cills  to match
existing.See detailed

drawings

ABCDEFGHJ

E X I S T I N G   F A C A D E 

F31/111+H51/1110A New Pre-Cast Stone Pilaster and decortaive heads to match existing Bath stone . 
See [21.5] series drawings for details

N O R T H   E L E V A T I O N

See Clause C40+41 for specifications describing cleaning 
and repair to existing masonry .

NOTE:

B C D E F

Cut off loose flaunching to cornice 
sky surface and fractured nosing. 
Repair with revised detail.

Dentil blocks missing due to 
corroded fixings repair in 
accordance with structural 
engineers specification. 

Carefully cut out existing Bath
stone cills and replace with

F32/105B pre-cast concrete
cill.Cills to match existing.

Carefully cut out existing Bath
stone cills and replace with

F32/105A pre-cast concrete
stone.Cills to match existing.

Carefully cut out corroded
redundant fixings in all

locations and damaged facing
bricks install new bricks to

match existing.

F31/111+H51/1110A New Pre-Cast Stone Pilaster and decortaive heads to match existing Bath stone . 
See [21.5] series drawings for details

New timber cornice to all
shopfronts as per architects

details

E X I S T I N G   F A C A D E 

Carefully dismantle
displaced cornice and

re-build to original detail.

Dismantle all existing brick and stucco dormer surrounds and balustrades. Rebuild all to 
original detail in Pre-cast concrete.See specification F31 for details.

Carefully cut out existing Bath
stone cills and replace with

F32/105B pre-cast concrete
cill.Cills to match existing.

Carefully remove and store
road signs for re-fixing after

facade cleaning.

Carefull remove existing
parapet and replace with

F10/232 Reclaimed
Brickwork .

Carefully cut out corroded redundant fixings in all 
locations and damaged facing bricks install new 
bricks to match existing.

KEY TO SYMBOLS

Carefully repair open fractures in the cornice and 
window heads. Query all fracture repairs with SE 
prior to commencement.
Carefully cut off loose de-bonded stucco from 
sky surface of hi-lighted window heads and 
renew. Repair open fractures in moulded stucco 
heads.

Carefully cut off loose stucco to window reveals 
and repair.

Carefully cut back loose and fractured hi-lighted 
moulded stucco window surrounds and repair to 
match  original detailing.

Remove balustrade and replace with pre-cast 
concrete to original detailing.

Cut off loose
flaunching to

cornice sky surface
and repair fractured

nosing as original

Shopfronts to be
installed by tenant.

Works outside of this
contract.

Contarctor to install
secure hoarding.

Cut out corroded redundant
fixings in all locations and

damaged facing bricks install
new bricks to match existing.

New timber cornice to all
shopfronts as per architects

details

Cut out existing Bath
stone cills and replace

with F31/105A pre-cast
concrete cill.

Cut out existing Bath
stone cills and replace

with F31/105B pre-cast
concrete cill.

W E S T   E L E V A T I O N

Please read these drawings in conjuction with the PAYE 
reports submitted as part of the preliminaries.

See Clause F31 for specifications describing pre-cast 
concrete elements

All vegetation to be carefully removed from existing 
brickwork and affected masonry to be made good.

See Clause M60/170A for specifications describing 
masonry paint to precast concrete elements.

Also read the drawings in conjuction with Structural 
Engineers' facade repairs report.

A Issued for TenderAVDOR 19/03/2012
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Carefully cut out existing Bath 
stone cills and replace with 
F31/105B pre-cast 
concrete.Cills to match 
existing.

New timber cornice to all 
shopfronts as per architects 
details 

Carefully cut off loose
flaunching to cornice sky

surface and fractured
nosing. Repair with revised

detail.

Carefully cut out existing Bath 
stone cills and replace with 
F31/105A pre-cast 
concrete.Cills to match 
existing.

Dismantle all existing brick and stucco dormer surrounds and balustrades. Rebuild all to 
original detail in Pre-cast concrete.See specification F31 for details.

Carefully cut out existing Bath 
stone cills and replace with 
F31/105B pre-cast 
concrete.Cills to match 
existing.

Carefull remove existing
parapet and replace with

F10/232 Reclaimed
Brickwork .

Carefully remove road signs 
and re-fix after facade repair 
and cleaning

All pre-cast concrete to be painted to match original colour 
of existing window surrounds. 

For detailed drawings of Pre-Cast Concrete and cast-stone 
elements refere to drawings[ 21.5]05-09

Support systems to Pre-cast concrete to be designed by 
supplier . Seconadry Steelwork to SE Design.Supplier to 
co-ordinatie fixings etc. to all secondary steelwork with 
S.Contractor. 
All details to be approved by Architect.

B General revisionsBGAV 30/05/2012

C Construction IssueAV- 13/01/2014


