
glass-fronted refrigerator
1200w x 750d
hTBC

ROOM 03
bar
floor: non-slip vinyl
walls: painted brickwork/white paint/tiles
ceiling: white painted

upholstered bench seating

ROOM 01
entry
floor: quarry tiles
walls: painted brickwork and white paint
ceiling: white painted
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- 23.04.14stage C: outline proposals
-issued for information: 
–client
–design consultant

28 Heath Street, London, NW3 

new cellar hatch
–metal 
–waterproof seals

HL speaker 
-retain existing

JOB 
NUMBER

JOB 
TITLE

DRAWING 
TITLE

ROOM 02
drinking
floor: brick tiles / slips
walls: painted brickwork and white paint
ceiling: white painted

curtain with 
ceiling-mounted rail to 
entrance

new fire-rated enclosure
to existing lobby staircase
to separate access to first floor

espresso
machine

A 28.04.14stage D: detailed proposals
-issued for information: 
–client
–design consultant

concrete counter top

refer to Modo layouts for equipment and service requirements

cut-out in timber–clad 
enclosure 
-enclosure below to be hinged 
and openable to allow for 
stainless steel unites to be 
removed from Rm 04

bar tap wall – recessed shelving and drip tray 
-access to python required (either hinged or accessed from staircase side, TBC)

slatted timber bench seating

folding beer  benches and tables – CFS

high-level slatted timber bench seat
–tables raised to sill level

ROOM 04
kitchen
floor: non-slip vinyl
walls: tiles / stainless steel panelling
ceiling: white painted

ROOM 05
restaurant
floor: sand existing timber floorboards
walls: painted / exposed brick
ceiling: white painted

ROOM 06
restaurant
floor: sand existing timber floorboards
walls: painted / exposed brick
ceiling: white painted

ROOM 07
bottle room
floor: brick slips / cold room floor
walls: cold room interior
ceiling: as above

W W W

W

W

W

B 13.05.14stage D: detailed proposals
-issued for information: 
–client
–design consultant

waiter 
station

heated gantry above 
stainless steel shelf

3470

4975

C 13.06.14stage F: production information
-issued for tender
–client
–design consultant
-contractor
--building control

D 03.09.14stage J: mobilisation
-issued for information
-client 

3470
E 22.09.14stage K: construction

– issued for construction
– client 
– contractor
– building control
– CDMc

W4W-01-01 

W1J-01-01 

J-01-02 

W1 W1 tiled finish to sill height only
-painted above

W1 tiled finish to sill height only
-painted above

W-01-02 

D-01-02

 
D-01-01

J-01-03

J-01-04

hot air curtain 
above

W-01-03

new external bench seating
– see Simone McEwan schedule
and drawings

new foldable tables and bench seats

existing table
-new finish to top

existing table
-new finish to top

T2 T2 T2 T2

J-03-01 

new staircase: 
• create opening to existing wall
• trim out joists and allow for timber post supports as necessary
• non-slip vinyl flooring to treads and risers
• non-slip contrast nosing
• handrail to party wall side

W2

W2

W2

light fitting above

till 
recess
430mm 
drawer

J-04-02 

J-03-03 

J-03-04  

F1reclaimed 
cedar shelf

J-05-01  

W3 existing table
-new finish
to top

existing table
-new finish
to top

T6

F3

W5

W5

W3

F3

W-06-01  

J-06-01  J-06-02

existing table
-new finish
to top

existing table
-new finish
to top

EXG 8

retain existing air 
conditioning above

retain existing air 
conditioning above

F1

bottle room:
-timber framed glazing panels forming walls
-stainless steel freestanding rack shelving to interior
-glazed door

HL speaker 
-retain existing

see FFE schedule
re. external lighting

J-03-02 till drawer
335mm 

peanut rail
270mm deep (taps in recess above)

F 30.09.14stage K: construction
– issued for information
– client 

72
0

2470

93
0

93
0 

cl
ea

r

99
0

76
0

G 02.10.14stage K: construction
– issued for information
– client 

540

H 07.10.14stage K: construction
– issued for information
– client 
– contractor

800

I 08.10.14stage K: construction
– issued for construction
– client 
– contractor
– building control
– CDMc

J-04-01 refer to Modo layouts for equipment 
and service requirements

refer to Modo layouts for equipment 
and service requirements

F2

waiter 
station

remove plasterboard lining to 
expose masonry wall
-white-painted brick finish
-make good brickwork where 
necessary

remove plasterboard lining to 
expose masonry wall
-white-painted brick finish
-make good brickwork where 
necessary

cedar ledge1100mm high
-tiled wall finish below

J-05-03/
04

 

W5

waiter 
station

J 30.10.14stage K: construction
– issued for construction
– client 
– contractor
– building control
– CDMc

40
0

K 02.04.15stage K: construction
– issued for information
– client 
– contractor
– design consultant

L 17.04.15stage L: post-completion
– issued for information
– client 

M 25.11.15stage L: post-completion
– issued for information
– client 

line of buildings opposite: indicative
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N 21.03.16stage L: post-completion
– issued for information
– client 

O 15.06.16stage L: post-completion
– issued for information
– client 
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new foldable tables and bench seats


