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UPPER LEVELS LOWER LEVELS

PEDESTRIAN BRIDGE LINK

PARAPET +138.660m

TOP OF PLANT +141.060m

THIRTY-FOURTH FLOOR

FFL +33.107m
FIRST FLOOR

FFL +28.570m
MEZZANINE FLOOR

FFL +25.310m
GROUND FLOOR

THIRTY-SECOND FLOOR

THIRTY-FIRST FLOOR

THIRTIETH FLOOR

TWENTY-NINTH FLOOR

TWENTY-EIGHTH FLOOR

TWENTY-SEVENTH FLOOR

TWENTY-SIXTH FLOOR

TWENTY-FIFTH FLOOR

THIRTY-THIRD FLOOR

THIRD FLOOR

FOURTH FLOOR

FIFTH FLOOR

SIXTH FLOOR

EIGHTH FLOOR

NINTH FLOOR

TENTH FLOOR

SEVENTH FLOOR

New plant screen.

with integrated LED lighting.
New signage to match existing typography 

ST GILES HIGH STREETCROSSRAIL PLAZA

See separate report.
Brise soleil cleaned and repaired. 

New windows.

FFL +37.842m
SECOND FLOOR

ELEVENTH - TWENTY-FOURTH
TYPICAL FLOOR

Revolving door

OUTLINE OF CROSSRAIL PAVILION

New high performance fenestration to all bays.

Grey fill indicates fritted glass.

Shadow box detail.

New glass and stainless steel handrail.

ELEVATION SOUTH PROPOSEDELEVATION SOUTH PROPOSED

AS

J(21)002

NTMay 2012

Centre Point 

Almacantar

2332

100@A1

ASNTDraft Tender Issue22.05.12-

SOUTH

GA PROPOSED ELEVATION

WT-Q

(20)025

(20)034

(20)033

WT-P

(20)024

WT-J

(20)018

WT-R

(20)026

WT-J

(20)018

WT-L

(20)020

ASTGTender Issue01.06.12A

ASTGStage D Draft03.08.12B

ASMBStage D 31.08.12C

spandrel panel
New fixed glazed panel to replace existing 

ASPGStage D Addendum23.11.12D

33FL Glazing modification

ASPGCladding Construction Issue04.12.12E

WT-E

(20)014

WT-E1

WT-C

(20)012

WT-C1

WT-Q

(20)025

WT-L

(20)020

WT-L

(20)020

(20)036

WT-J1

(20)038

WT-L1

ASASStage E30.04.13F

STAGE E

ASInsulated render spec ref added AS31.10.13G

(25)715
Existing tile clad columns retained and cleaned as 

New vertical rainscreen as (25)702

Existing stone cladding to be replaced (25)702

(25)318
For stone cladding refer to drawings (25)310 - 

(25)715 - (25)718
For mosaics refer to drawings 

as C40 + C42
Pre-cast concrete façade repaired and cleaned 

New render as M21/210A

ASAnnotation updated                MJM31.03.14H

and track to be replaced as N25/110A
BMU and cradle to be upgraded 

ASPG  to reflect detail              

Plant screen updated 18.11.14J


