
Contractors must verify all dimensions 
at the site before comencing any 
work.

No constrcution work before Building 
Control approval and structural 
engineer confirmation.

All structural elements inc. joists, beams 
and columns to be confirmed by 
structural engineer.

Any discrepancies to be reported to 
Gridline.

All drawings are to be read in 
conjunction with all relevant drawings 
and specifications.
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Proposed Details

DL-RE-FT-TD-50  GREEN ROOF CONSTRUCTION
                              

06.06.2016 RE-FR-TD-50 A

Balcony Floor Detail 6 - Type (E)

150 x 50 timber joists @ 400 c
to be confirmed 
by structural engineer 
and building control

Protection layer/fleece

Suitable waterproof membrane 
as confirmed by manufacturer and 
approved by building control

18mm plywood roof deck on
furring to achieve 
2 degree pitch

25mm drainage layer/reservoir board

Filter layer/water retention fleece

55mm light weight substrate

25mm blanket/sedum mat

300mm wide pebble perimeter

150 x 50 timber joists @ 400 c
to be confirmed 
by structural engineer 
and building control

Contractors must verify all dimensions 
at the site before comencing any 
work.

No constrcution work before Building 
Control approval and structural 
engineer confirmation.

All structural elements inc. joists, beams 
and columns to be confirmed by 
structural engineer.

All drawings are to be read in 
conjunction with all relevant drawings 
and specifications.

Any discrepancies to be reported 
to us.
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