
RWP 100ø Alumasc alumin.  from new 
eaves gutter; discharge over new gully 
in existing raised planting bed with 
dropping drain connected to modified 
local exsiting gully drain 

D
Stair enclosure; play roof 
entry level; notes

11-11-15 NB

Facade 'C' to NE clear double 
glazed  with mullion "trees" and 
internal blackout blinds 
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Elevation C : With 'Beanstalk' : Proposed
Scale  1:100   For key notes refer drawing MUL-AL(0)C01 1:100

10m5m1m0m

'Beanstalk' external access stair 
tower to floors & roof playground; 
perforated aluminium curved sheet 
external enclosure to galvanised 
steel stairs around core steel 
structure "stem" with glazed 
platform lift  

External principal access to floors & 
roof playground.  

PAVEMENT MINSTER ROADREAR PLAYGROUNDREAR TO No.66 SHOOT UP HILL

A
Roof level raised 50mm; 
internal stair glazing; 
truss + glazing; columns; 
RWP from green roof

19-10-15 NB

B
External glazing profiles + 
depth increased to 
135mm zone; Beanstalk

22-10-15 NB
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C
Grid; truss

23-10-15 NB
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E
Beanstalk cladding; wave 
roof gutter

11-01-16 NB

ABCD

F
Beanstalk rooflight; 
notes; heat pump

16-02-16 NB

300

New outdoor heat pump unit to M&E 
spec. (765x930x1685h) located in 
existing raised bed; on new 150mm 
conc. pad + 150mm hardcore 
sub-base; acoustic fence around three 
sides with min. 300mm clearance 
around unit

G
Heat pump

15-03-16 NB

68.00

68.57 3F entry level

Single glazed pyramid rooflight on timber 
upstand (size-3x3m; 15º pitch); Sarnafil flat roof 
membrane with perimeter valley gutter on 
18mm plywood deck over timber joists; ceiling 
lined in moisture resistant plywood/MDF for 
painting - fix to timber joists

Cladding in alum. secondary framing with 
perforated 3mm mill finish aluminium sheeting 
(random circular holes to agreed pattern) - for 
further detail refer to drwgs MUL-AA(2)15-22

H
Stair cladding under 
review; heat pump 
enclosure; beanstalk 
treads; truss

12-07-16 NB


