
New riser to be positioned
to minimise disruption to
existing joist
arrangement.

Size of opening to M&E engineers details

Existing timber floor joists shown hatched
(typically 180 to 275 deep x50@ 350-400c/c's.)

.

Max. riser width to be 750mm
refer to general arrangement
drawings where openings
exceed 750mm.
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New galvanised mild steel maxi
speedy joist hanger fixed to
doubled up joists using (all
holes) 95swgx32mm long
twisted sheradized nails.

Trimmers fixed together using
M12 bolts @ max 600c/c's (min.
2 no. per trimmer.

Timber blocking skew
nailed tightly between
joists.

=
=

All bolts to be
repositioned at
mid depth of
existing joists.

Existing load
bearing masonry.

New doubled up S/W timber
trimmers grade C24 fixed
together as per section.

*

New doubled up
joists to extend within
50mm of existing joist
support.

Existing joists each side of new
riser to be doubled up with new
s/w timber joists fixed together
with M12 bolts @600c/c's.

Existing load
bearing masonry.

New s/w timber blocking.

Trimmed joists to be cut and
resupported using Maxi
Speedy joist hangers as
indicated in section.

Section  2-2
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0.25 'L'

0.4 'L'

Holes acceptable in this length of the joist up to 0.25 'D' in diameter.Notches acceptable in this length of the joist up to 0.125 'D' deep

0.25 'L'

0.07 'L'

Span of joist 'L'

Min spacing of holes : 3xØ of hole.
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1.  Drawings shall be referred to for structural work only unless otherwise
     stated and read in conjuction with Architect's,  Service Engineer's and
     Sub-Contractor's drawings.

2.  The Contractor shall check all levels and dimensions, any errors or
     omissions are to be reported at once to the Engineer.
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Project No:11581

NOTE
NEW TIMBER TO BE 47mm WIDE,  DEPTH TO
MATCH EXISTING TIMBER MEMBERS.

scale  1 : 10

Detail 1

(New riser in timber floor)

scale  1 : 10

Detail 3
Existing & Proposed timber floor joists (Allowable zones for

notches & holes)
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3.  For General Notes refer to no. 9100-DRG-99YY-GN002 .
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