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GENERAL KEY

Assumed existing drainage run.

Proposed drainage.

Soil Vent Pipe (ex indicates existing)

Rainwater Pipe (ex indicates existing)

Rodding access point

Trapped gully

Radiator, ref: Stelrad, Planar. to be sized by the plumber to suit the 
BTU requirements. TRV, ref: Drayton, TRV4 white.
Bathroom heated towel rails as per drawing [000.xxx]

Existing radiator to be retained

Thermostat, ref: to suit manufacturer's system, electronic, location 
shown indicatively, exact location to be agreed with architect

UFH, ref: zones shown indicatively, to be agreed through 
manufacturer design. contractor to allow for different floor 
build-ups throughout. manufacturer layout drawings and 
calculations to be submitted for architect comments prior to order 
and installation. supplier to guarantee performance meets specific 
design criteria of property and works, incl. all relevant Approved 
Document. Allow for 6 zones

Manifold, ref: to suit manufacturer's system, location shown 
indicatively, exact location to be agreed with architect

Water Softener, ref: make and model to suit pressure and capacity of 
property
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WATERPROOFING KEY

Cavity drainage below ground system, 
slab to be laid to falls, to be designed 
and installed by waterproofing specialist

Surface water pipework (below ground)

Foul water pipework (below ground)

Sumps and pumps, to be designed and 
installed by waterproofing specialist

cavity drainage system membrane, to be 
designed and installed by waterproofing 
specialist

Refer to Drawings:
700.330 for drainage notes 700.520 for window & door schedule
700.310 for general specification 700.500 for wall build ups
700.311 for finishes schedule

PLASTERWORK

Existing Walls & Ceilings

LOW SPEC
Existing walls & ceilings [throughout/location] on [bm, gf, ff, sf, tf] excluding [store, cupboards] to 
be repaired as necessary with appropriate filler.   Contractor to allow for infilling holes, cracks etc 
including all redundant service points eg. backboxes and conduits. Refer to drawings [000.xxx] 
for new power & lighting .  Walls to be sanded and prepared for decoration as per key for finishes.

SIMPLE SPEC
Existing walls & ceilings [throughout/location] on [bm, gf, ff, sf, tf] excluding [store, cupboards] to 
be re-skimmed and prepared for decoration. Contractor to allow for infilling holes, cracks etc 
including all redundant service points eg. backboxes and conduits. Refer to drawings [000.xxx] 
for new power & lighting .  Walls to be sanded and prepared for decoration as per key for finishes.

GOOD SPEC
Existing walls & ceilings [throughout/location] on [bm, gf, ff, sf, tf] excluding [store, cupboards] to 
have existing wall finishes removed to substrate re plastered and skimmed to provide flat finish 
then prepared for decoration. contractor to allow for  all service points eg. backboxes and 
conduits.  Refer to drawings [000.xxx] for new power & lighting .  Walls to be sanded and 
prepared for decoration as per key for finishes.  Insulation to be installed between the studs 
whilst the walls have been opened up, Ref: Rockwool.

Skim coat to be to an acceptable degree of level throughout.

New Plasterboard

All plasterboard lining to be fixed securely, taped and jointed with skim coat.  Ref: 
www.british-gypsum.co.uk  where applicable allow for plywood pattresses and noggins to 
support door openings, fixtures & fittings.
Unless otherwise stated typical boarding to be used as follows:
- For general areas use 12.5mm wallboard,
- For fire protection use 15mm fireline board, joints to be overlapped with intumescent mastic 
sealant.
- For kitchens, bathrooms, utility areas - 12.5mm moisture resistant board.

GOOD SPEC
New plasterboarded areas to have a 15/18mm plywood lining.

Min stud depth 70mm CLS full fill mineral wool insulation between studwork, Ref: Rockwool.  
Where extra support is required for kitchen units, shelving etc. 18mm wbp ply sheathing to be 
used within partition build-up. 

Refer to www.british-gypsum.co.uk for full specifications and installation details.

Contractor to include for all appropriate galvanized steel beading (stop, shadow gap, feather 
edge angle beads) and lathing.  All edges to doors and skirtings with shadow gaps to be beaded.  
All components to be BBA approved.

Skim coat to be to an acceptable degree of level throughout.

Cornicing, Ceiling Roses and Plaster  Mouldings

Extra care to be taken around existing cornicing, ceiling roses and mouldings so as not to disturb 
or damage them.  

SIMPLE SPEC
Existing cornicing, ceiling roses and mouldings to be retained, sanded where necessary to 
remove poor existing decoration and redecorated.

OR

Paintwork from existing  cornicing, ceiling roses and moulding to be removed, Ref: XXX, minor 
repairs to broken details and decorated.  Refer to drawing 000.xxx for repair locations.

GOOD SPEC
Existing cornice to be carefully removed.  New cornice and moulding to be installed. Ref: 
www.stevenson and sons / other), Refer to drawing 000.xxx for cornice design and specification

All products, components, items to be installed as per manufacturers specifications and details 
and appropriate British Standards.

DO NOT SCALE FROM DRAWING, IF IN DOUBT ASK.
All dimensions in millimetres unless otherwise stated.
All dimensions shall be verified on site prior to commencement of any building works.
Paul Archer Design Ltd shall be notified in writing of any discrepancies.


