
Recessed  downlighter,  mains LED with fire 
and sound insulation,  Aurora M10, moisture  
proof where necessary
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REV:      DESCRIPTION:

Wall fitting.

Ceiling mounted  pendant  fitting. Length 
of pendant  TBC client.

New Entry Phone (audio)  with 
electric  power and wired in.

T

TV

Slim strip under kitchen wall cupbds

Extractor  Fan. To draw 30L per sec. 
min. or as approved  by BCEF

Door Bell/Entry  Camera

EP

TV

Phone and broadband

L/H Lighting & Heating control screen

D2
Light Switch

2 way Light Switch (w/Dimmer  if shown)

T

TV

Slim strip under kitchen wall cupbds

Extractor  Fan. To draw 30L per sec. 
min. or as approved  by BCEF

Wall/cabinet  mounted  downlighter.  
Vapour proof fittings.  Automatic  on/off

Door Bell/Entry  Camera

EP

TV (Virgin connection  and Aerial)

Phone and broadband

L/H Lighting & Heating control screen

BA Burglar Alarm device

Spur
SD-Smoke  Detector.  Hard wired
HD-Heat  Detector.  Hard wired

S
SD

SPOT
Recessed  spotlight,  energy saving and 
fire rated,  Aurora AU-RS213

Spotlight,  external  motion sensor activated,  
and external socket
LED strip lights hidden in ceiling recess,  
Aurora AU-ST524

Spur or Isolator  switch
SD-Smoke  Detector.  Hard wired
HD-Heat  Detector.  Hard wired

EM
S

Boiler Thermostat  / Timer (wireless  
connection)   Client to confirm if handheld  or 
fitted to wall.

S

ELECTRICAL  KEY 
(all  new  items)

SD

SPOT
Recessed  spotlight,  energy saving and 
fire rated,  Aurora AU-RS213

Spotlight,  external  motion sensor activated,  
with ext socket  as applicable
LED strip lights hidden in ceiling recess,  
Aurora AU-ST524

Double 240v electrical  outlet.  all counter level
unless stated otherwise
240v electrical  outlet / shaver  outlet

240v, 5 amp lamp outlet.  counter level5

Floor socket  with approved  cover

B

F
5

Floor socket  with approved  cover

B

F

VIRGIN
VIRGIN

Virgin hub (provide  2 cables to street facade).  
Virgin booster  in ceiling (cabled)

SH/

STATUS
PLANNING

THIS DRAWING  IS FOR PLANNING  STAGE  ONLY

External 
light

+0.000 FFL GROUND  FLOOR

SIDE ELEVATION  VIEWED FROM NO 7 - PROPOSED

006

GROUND FLOOR

FIRST FLOOR

MANSARD LEVEL

Fence between 
applicant  and  
neighbour  No 7

-1.140 GARDEN LEVEL NEIGBOUR  NO 7 (APPROX.)

-1.400 RETAINED & EX. GARDEN  LEVEL OF APPLICANT  (APPROX.)

Dark grey
aluminium

patio doors

4014
Proposed  
extension

metres54321

0

+ 3.000 CEILING  GROUND FLOOR (APPROX.)

+ 3.470 FFL FIRST FLOOR (APPROX.)

+ 6.200 FFL SECOND  FLOOR (APPROX.)

House of 
Neighbour  No 7
(schematic  section)

flat roof metal colour dark grey

red brick to 
match existing

metal 
facia
dark 
grey

Flue of Stove

A:         Reduced extension  height and patio

30
00


