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DO NOT SCALE FROM THIS DRAWING

Figured dimensions only are to be taken from this
drawing. All dimensions are to be checked on site
before any work is put in hand.
If in doubt, ask.

All SHH drawings to be read in conjunction with relevant SHH
Finishes, Sanitaryware, Lighting & Ironmongery schedules.

Any discrepancies to be highlighted to SHH prior to procurement
and in good time.
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R 102

Neoprene packer by
window manufacturer

45mm Cavity

Ancon windpost WFZ 150x70x6mm to
Structural Engineer's specs.

Brick pier

Existing stone
plinth below

Existing wall

Dashed denotes
slab edge

Cavity closer to suit
50mm cavity - refer to

NBS: F30/180A

102.5mm face brick wall in Flemish Bond
setting - Refer to NBS: F10/111

Allow for Ancon wall ties, adequate
provisions to be ensured by contractor -

refer to NBS: F30/220A

New 140mm natural stone plinth base
course to match existing building - refer to
NBS: F21/110 New 140mm natural stone plinth base

course below to match existing
building - refer to NBS: F21/110

Face brick to protrude in various
depth.
Refer to brick setting out details
(817)AH-540 series

Mastic sealant
on backing rod

Dashed denotes
slab edge

Alternate brick course
shown dashed
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R 102 R 102

45mm Cavity

Face brick to protrude in various depth on
East and North Elevation only.

Refer to brick setting out details (817)AH-
540 series

Brick pier

140mm Blockwork
Refer to NBS: F10/355

Cut blocks to suit

Fill voids around window
with expanding foam

Fixing bracket by window
manufacturer

Mastic sealant
on backing rod

Ancon windpost WFZ
150x70x6mm to Structural

Engineer's specs.

Stone plinth to match
existing below

MDF cill internally

Bespoke curved brick

New 140mm natural stone plinth
base course to match existing
building - refer to NBS: F21/110

Cavity closer to suit 50mm
cavity - refer to NBS:
F30/180A

Dashed denotes
slab edge

102.5mm face brick wall in
Flemish Bond setting - Refer to
NBS: F10/111
Allow for Ancon wall ties,
adequate provisions to be ensured
by contractor - refer to NBS:
F30/220A

New 140mm natural stone plinth base
course below to match existing

building - refer to NBS: F21/110

Bespoke curved brick

Dashed denotes
slab edge

Alternate brick course shown dashed
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GROUND FLOOR PLAN DETAIL - NEW EXTENSION TO EXISTING BRICK WALL JUNCTION1
SCALE 1:5 @ A1; 1:10 @ A3

2
SCALE 1:5 @ A1; 1:10 @ A3

GROUND FLOOR PLAN DETAILS - TYPICAL EAST ELEVATION WALL PANEL
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